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ENDURING RESOURCES, LLC

425 Seventeenth Street, Suite 1500
Denver, Colorado 80202

Telephone: 303-573-1222
Facsimile: 303-573-0461

August 10, 2006

State of Utah
Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
P.O. Box 145801
Salt lake City, Utah 84114-5801

Attention: Diana Whitney

RE: Enduring Resources, LLC
Rock House 10-23-22-30
NENW Sec 30-10$-23E Surface
SENW Sec 30-10S-23E BHL
Federal Lease: UTU-81737
Uintah County, Utah

Dear Ms. Whitney

Enclosed is one original application to drill concerning the above-referenced proposed
well. This is a federal well drilled from fee lands. A copy of the surface use agreement
between American Gilsonite and Enduring is also enclosed.

Enduring Resources, LLC is requesting the Utah Division of Oil, Gas and Mining to hold
this application and all future information as confidential.

If any questions arise or additional information is required, please contact me at 303-
350-5719.

Very trulyyours,
ENDURING RESOURCES, LLC

Evette Bissett
Regulatory Compliance Assistant

RECEIVED
Enclosures AUS14 2006

DIVOF01, GAS



STATE OF UTAH FORM 3
DEPARTMENTOF NATURALRESOURCES

DIVISION OF OIL,GAS AND MINING AMENDEDREPORT 2
(highlight changes)

5. MINERAL LEASE NO: 6. SURFACE:

APPLICATION FOR PERMITTO DRILL UTU-81737 Fee

1A. TYPE OF WORK: DRILL REENTER DEEPEN
7. IF INDIAN,ALLOTTEEOR TRIBE NAME:

B. TYPE OF WELL: OIL GAS OTHER SINGLE ZONE O MULTIPLE ZONE 2 8. UNITor CA AGREEMENT NAME:

2. NAMEOF OPERATOR: 9. WELLNAMEand NUMBER:

Enduring Resources, LLC Rock House 10-23-22-30
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

475 17th St , Ste 1500 Denver CO 80220 (303) 350-5114
4. LOCATIONOF WELL(FOOTAGES) 11.MERR/QTR, SECTION, TOWNSHIP, R GE,

ATSURFACE: 909' FNL-1854' FWL NENW 30 10S 23E
AT PROPOSED PRODUCINGZONE: 1980' FNL-1980' FWL SENW Sec 30-10S-23E

14. DISTANCEIN MILESAND DIRECTIONFROM NEAREST TOWN OR PO OFFICE: 12. COUNTY: 13. STATE:

80.3 miles Southeast from Vernal, Utah Uintah
UTAH

15. DISTANCE TO NEAREST PROPËRTY OR LEASE LINE(FEET) 16. NUMBEROF ACRES INLEASE: 17. N JMBER OF ACRES ASSIGNED TO THIS WELL:

909' 640 acres 40 acres
98. DisTANCE TO NEAREST WELL(DRILLING,COMPLETED, OR 19. PROPOSED DEPTH: 20. BOND DESCRIPTION:

APPLIED FOR) ON THIS LEASE (FEET)

1000' + 8,390 RLBOOO8031
21. ELEVATIONS(SHOW WHETHER DF, RT, GR, ETC.): 22. APPROXIMATEDATEWORKWILLSTART: 23. ESTIMATEDDURATION:

5550' KB-RT 10/1/2006 20 days

24. PROPOSED CASING AND CEMENTINGPROGRAM

SIZE OF HOLE CASING SIZE, GRADE, ANDWEIGHT PER FOOT SETTING DEPTH CEMENT TYPE, QUANTITY,YIELD,ANDSLURRY WEIGHT

20" 14" line pipe 40 3 yards Ready Mix

11" 8-5/8" J-55 24# 2,016 Premium Lead 138 sxs 3.50 11.1

Premium Tail 138 sxs 1.15 15.8

7-7/8" 4-1/2" N-80 11.6# 8,390 Class G 151 sxs 3.3 11.0

50/50 Poz Class G 939sxs 1.56 14.3

26. ATTACHMENTS

VERIFYTHE FOLLOWINGARE ATTACHEDINACCORDANCEWITHTHE UTAHOILANDGAS CONSERVATION GENERAL RULES:

WELLPLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLINGPLAN

2 EVIDENCEOF DIVISIONOF WATERRIGHTS APPROVALFOR USE OF WATER FORM 5, IF OPERATOR IS PERSON OR COMPANY OTHËR THAN THE LEASE OWNER

NAME(PLEASEPRINT) Evette Bissett TITLE Regulatory Compliance Assistant

SIGNATURE DATE 8/10/2006

(This space for State use only) VED
Approved by the

API NUMBERASSlGNED: r .

Dat
(11/2001) S (See I ons on
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RIGHT-OF-WAY and DAMAGE AGREEMENT

THIS AGREEMENT is made and entered into by and between, AMERICAN
GILSONITE COMPANY, (hereinafter referred to as "Grantor") and ENDURING RESOURCES,
LLC (hereinafterreferred to as "Grantee") effective April 15, 2005

WHEREAS, Grantor is the surface owner of NENW Section 30 Township 10 South, Range 23

East, Uintah County, Utah (hereinafter referred to as the "Land(s)").

WHEREAS,Granteedesiresto enter onto and cross such Lands for thepurpose of drillingan

exploratory oil and/orgas well, Rock House 10-23-21-30 ("Well"),located in the NENW,
Section30 Township 10 South, Range 23 East, Uintah County, Utah (hereinafterreferred to as

the "Drillsite"). In addition,therewill be four directional wells drilled from the same pad as the
Rock House 10;23-21-30, they are: RockHouse 10-23-31-30; Rock House 10-23-11-30;Rock

House 10-2342-30; andRodkBouse 10 23-22-30.

NOW THEREFORE, for and in consideration of the mutual promises and covenants herein
contained, and other good and valuable consideration, the receipt and sufficiency of which is

herebyacknowledged, the parties hereto agree as follows:

I. Grantee shall pay Grantor the sum of $3,000.00 up front payment for damages to
surface of the Lands for road access to the Drillsite and for the Drillsite for the
drilling of the Well. Within sixty days of completion of the Well either as a
producer or a plugged and abandoned well Granteeshall surveythe new access

road and the Drillsiteto compensate Grantorfor any additionaldamage that may
have occurred during drillingand completion operations. Compensation will be
on a $3,000.00per acre cost for any damages exceeding 4.0 acres and such
compensation, if due, will be paid within thirty (30) days of the surveyor's report

being released. Granteeshall utilizeexisting access routes to the maximum
extent feasible, so asto minimize surface disturbances for access to facilities.

IL Grantee and their assignsor agentsshall have theright to use a reasonable
amount of access road across the Lands and shall have the right to move derricks,
drilling tools, vehicles, and all other machineryand equipment necessaryor
incident to the re-drilling, drilling,testing completion, operation of the Well
Such activity shall be restricted to existing public roads or access roads covered
by this agreement. Any roads or surface facilitiesmay be relocated at Grantor's
expense if needed due to gilsonite mining or processingin the future.

III. This Agreement and the rights granted herein are effective and shall continue in
full force and effect so long as operations are conducted on the Well. Upon
execution of this Agreement, all payments due hereunder shall be paid
concurrently. Operations are defmed under terms of the oil and gas lease with
Grantor, and under theRules and Regulations defined by theState of Utah.

IV. Cattle guards and gates will be constructed, if requested by Grantor, at all places
where the openings go through the existing fencesand gates will be kept closed
at all times except when opened for passage of traffic. Also, gates shall be
installed to limit access to producing wells on roads constructed by Grantee if by
mutual agreement between Grantee and
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V. If thereis any fill used for roads constructed across any drainage, then culverts

will be used for the free flow of water through said drainage.

VI. If theaccess road departs from existing established roadways and new

construction is required, topsoilwill be segregated and stockpiled for

replacement during reclamation activities.

VIL It is understood that nay road constructed across the said Lands shall not exceed

30 feet in total width, including the total disturbed area between the outside of

each benn, withoutthe prior approval of Grantor.

VIII. Upon completion of the Well as a dry hole and the subsequent abandonment

thereof, and at the request of the Grantor, and drillpads and newly constructed

road will be restored and seeded within 180days to the condition it was in prior

to commencement of operations insofar as reasonably possible. Any preexisting

roads, and the improvements thereto, which are constructed by Grantee, shall be

left in a good and useable condition for the continued use by Grantor. Reclaimed

areas will be reseeded with a wildlife mixture approved by the UtahDivision of

Wildlife.

IK. In the event that the Well is completed as a producer of oil and/or gas, Grantee

shall build and maintain a permanent access road in conformance with the

already established county road includingany variances granted by the county by

existing roads to the Drillsite. Disturbed areas not used for production will be re-

graded and seeded with an approved wildlife seed mix within 90 days unless

prohibited by weather.

X. Upon completion of the Well as a well capable of oil and/or gas production, this

Agreementshall continne in full force and effect and Grantee shall pay in

advance to Grantor an annual access rental of $3,000,$2,000per pad and $1,000

per acre of roadway (30-foot width, or a minimumof $3,000to include the pad

and roadway for each well, whichever is greater, on or before January 31"' of

each year thereafteruntil the subject well is plugged and abandoned and

operationscease thereon.

XI. It is expressly understood that the settlement amounts in paragraph I are only for

construction of a road and drilling locationand it is not a settlementfor any

damagesto contiguousproperty,personal property of the Grantor or a release of

any personal injuries that may be sustainedby reason of the operations carried on

by Grantee or its agents.

XII. ThisAgreement does not cover pipeline easements and Grantee acknowledges

that it must secure a separate agreement prior to laymg pipeline related to
productionof gas or oil on Grantor's lands.

XIII ThisAgreement shall not be assigned,nor the rights of Grantee hereunder
transferred in any manner without the prior written consent of Grantor, which

consent shall not be unreasonably withheld.

XIV. Grantee shall comply at its own expense with the Workman's Compensation Law

of the State of Utah and shall maintain such insurance throughoutthe duration
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this Agreement, and shall furnish Grantor prior to beginning work on the Lands

evidence of such insurance and at each policy period thereafter renewal evidence

that such insurance is being maintained. Grantee, with respect to its operation in

connection with this Agreement, shall also purchase or provide for (1)
cornprehensive general public liability insurance with a combined single limit not

less than OneMillion Dollars ($1,000,000)for bodily injury and property

damage;and (ii) automobile insurancewith a combined single limit of not less

thanOne MillionDollars ($1,000,000)for bodily injury or propertydamage. At

Grantor's request, Grantee shall furnishGrantor with a certificate or certificates

of insurance secured and maintained hereunderand Grantorshall be an additional

insured thereon.

XV. In the event any person or entity (including Grantor) suffers a loss of any kind or
character, or deathor injury,(1) as a result of a breach ofthis Agreement by

Grantee, or its agents, contractors, or employees, or (2) as a result of Grantee or

îts agents, contractors or employees performing on theDrillaite or elsewhere, any

action, directly or indirectly, in furtherance of a right hereunder, or (3) from any

cause whatsoever while being on the Lands and the Drillsite to conduct any work

or service for Grantee shall reimburse, indemnify, defend and hold harmless
Grantor for any and all losses, costs, claims, liability, litigation,demands,
damagesand expenses (including all attorney fees)of every kind or character

which Grantor may suffer or be subject to as a result of said loss or injury
whetheror not such losses, costs, claims, liabilities, litigation, demands,
damages,and expenses (including all attorney fees)result from the condition of

Grantor's premises or facilities, unless through the sole negligence of Grantor or

its agents.

XVI. Grantee shall provide Grantorwith not less than forty-eight(48) hours advance

notice, either by phone or in person, of Grantee's intent to enter upon the Land

for the purpose of commencing operations thereon. Granteeshall conduct its
operations in such a manneras to use no more Land than is reasonably necessary

and shall use all reasonable efforts not to interfere with the use of the Land by

any grazing permitees. All drilling fluidpits shall be fenced within ten days of

end of drilling the Well as a producer or dry hole and then the pits will be

reclaimed and reseeded within 180 days of the completion of the well as a

producer or a dry hole. Surface structures shall be fenced, if they represent a

potentialhazard to livestock,by mutual agreement betweenGrantor and Grantee.

The type of fencingto be mutuallyagreed upon by Grantorand Grantee. Grantee
will have ten days to effect repairs or problems with fenceswhen notifiedby e-

mail or in writing by Grantee. Grantorcan request an extension of the closure of

pits beyond the 180 days from the completion of theWell if closing the pits

represents a potential hazard or closingthe pits at that timewill not comply with

the State ofUtah's reclamation requirements. An extension will not be

unreasonably withheld.

XVII. Grantee shall have theright at any time, and fromtimeto time, to remove any or

all property, fixtures,equipment and materials, placed by Grantee on the Land,
includingthe right to draw and remove casing. Within 90 days after plugging of

the Well this agreement will expire and Grantee shall remove all remaining

property, fixtures,equipment and materials that were placed by Grantee on the
Land. Such removal shall be accomplished at Grantee's sole cost, risk
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expense. If such items are not removed within 90 days, Grantor shall have the
right to remove those items from the Land and bill the associated cost for such
removal to Grantee.

XVIIL This agreement restricts the Grantee's use of Grantor's landsto the sole purpose
of exploration and production of oil and/or gas at this specificsite. It does not
grant Grantee, its contractors, or its agents the right to use theGrantor's propetty
for any other purpose.

XIX. All operations of Grantee hereunder which involve drilling for and producing of
oil and gas, or both, or the cessation, or abandonment, of its operationsshall be
conducted in a good and workmanlike manner and in accordance with standard
oil field practices and in accordance with all applicable federal, state and local
statutes and regulations including specifically, but not by way of limitation, such
laws andregulations governing the operation, maintenance and reclamation of
well sites, pipelines, tankbatteries, and other related facilities as may be utilized
by Grantee and its operations hereunder. Grantee shall further adhere to and
abide by all federal, state and local environment statutes and regulations
addressingair, water, and solid waste pollution and the handling storage, storage
use and disposal of hazardous substances as prescribed in the Comprehensive
Environmental Response, Compensation and Liability Act of 1986, 42 U.S.C. &
9601, et seq. (CERCLA). Grantee shall provide Grantor with copies of all
applications for environmental laws, governmental requests for any information
pertaining to environmental issues relating to the Land orproducts produced
therefromor Grantee's use thereof,copies of any responses from Grantee's to
said requests, and any environmental investigations,reports, or studies involving
the Land or products producedtherefromor the use thereofby Grantee which
from time to time,may be obtained from Grantee.

XX. Granteealso agrees to abide by the laws of regulations of the State of Otah
designedto protect gilsonite deposits, including but not limited to thosespecific
rules set forth in the General Rules and Regulations of the Utah Board of Oil,
Gas and Mining, as amended, pertaining to such matters.

XXI. The provisions hereof shall be considered as covenants running with the Land
during the life of the Agreement and all modifications thereof, and any
assignment of the Agreement shall be subject to the provisions thereof,

XXIL This Agreement shallnot be terminated in whole or in part, nor Grantee held
liable for damages, because of a temporarycessation ofproduction ofdrilling
operations due to breakdown of equipment or due to the repairing of a well or
wells or because of failure to comply with any of the express provisions or
implied covenants of this Agreement if such failure is the result of theexercise of
govemmental authority, war, armed hostilities, act of God, strike, civil
disturbance, fire, explosion, flood or any other cause, including lack of market,
beyondthe control of Grantee.

XXIIL Any controversy or claim, whether based in contract, tort or otherwise arising in
any way out of, relating to on in connection with this Agreement (a "Dispute")
shall be finally settled by arbitration conducted expeditiously in accordance with
the Commercial Arbitration Rules (the "Rules") of the American
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Association (the "AAA"). In the event of a conflict between this Article and the

Rules, this Article shall govern. The attorney/client and work product privileges

will be honoredin the arbitration as thought the case were being determined in a

Utah state court. The arbitration shall be conducted before one independentand

impartial arbitrator selected by the AAA pursuant to the Rules. The arbitration

shall be governed by the United States Arbitration Act, 9 U.S.C. 1-16, to the
exclusion of any provision of Utah law inconsistent therewith and which would

produce a different result, and judgmentupon the award rendered by the
arbitrator may be entered by any court having jurisdictionthereof. The place of

arbitration shall be Salt Lake City, Utah, and the cost of the arbitration

proceeding shall be borne equally by the partiesto thisagreement and each party

shall bear its own attorney's fees, and otherexpenses, provided that the arbitrator

may award attorney fees, filingfees, and costs to the prevailing party as the
afbitrator deemsreasonable and fair. The arbitrators shall determine the claims

of theparties and render their fmal award in accordance with the substantivelaw

ofthe State ofUtah exclusiveof its conflict of law rules. The lirnitations of any

actions will be determined under Utah law. The arbitrator shall permit and

facilitate such discovery as the arbitrator deternines is appropriate in the

circumstances, takinginto account the needs of the parties and the desirability of

making discovery expeditious and cost-effective. The arbitrator shall actively

manage theproceedings as the arbitrator deems best so as to make the
proceedings fair, expeditions, economical, and lessburdensome than litigation.

The procedures specified in this section shall be the exclusive means of

resolution of Disputes between the parties, provided that either party may seek

injunctive action before a courtof competent jurisdictionto prevent the
occurrence of irreparable harm pending resolution of a Dispute pursuant to the
provisions of thissection.

XXIV. This agreement constitutes the entire Agreement between the parties hereto as to

the subject matters herein set forth and supersedesall prior written or oral

agreements relative thereto.No change, modification, alteration or amendment

to thisAgreement shall be binding upon the parties hereto expect as specifically

expressed in writing and signed by each party agreeing to be bound thereby,

AMERICAN GILS C ANY, Grantor

By: O
ed St eneral Counsel

ENDURING OURCES LC, Grantee

Alex Campb 11,Vice
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ENDURING RESOURCES, LLC

425 Seventeenth Street, Suite 1500
Denver, Colorado 80202

Telephone: 303-573-1222
Facsimile: 303-573-0461

August 10, 2006

State of Utah
Division of Oil, Gas and Mining
P.O. Box 145801
Salt Lake City, Utah 84114-5801
Attention: Ms. Diana Whitney

RE: Exception Locations - Directional Drilled Wells
Uintah County, Utah - FEE Surface Pad

Dear Ms. Whitney:

Enduring Resources, LLC respectfully requests a spacing exception for the following
wells. Five wells will be drilled from this well pad. Surface locations will be 25', more or less
apart. BHL's for each well will be in its own "assigned" 40-acre, 200' drilling window. No
BHL's willbe within960' of each other. All of the wells, except one vertical well on this pad are
being drilled directional to limitsurface impact.

WELL NAME&NUMBER WELL LOCATIONS

a. Rock House 10-23-31-30 SURF 810' FNL-1870' FWL NENW Sec 30-10$-23E
BHL-FEE BHL 660' FNL- 1980' FEL NWNE Sec 31-10S-23E

b. Rock House 10-23-21-30 SURF 835' FNL-1866' FWL NENW Sec 30-105-23E
BHL-FEE BHL SAME-VERTICAL

c. Rock House 10-23-11-30 SURF 869' FNL- 1862' FWLNENW Sec 30-10$-23E
BHL-UTU-76281 BHL 660' FNL-660' FWL NWNW Sec 30-105-23E

d. Rock House 10-23-12-30 SURF 884' FNL-1858' FWL NENW Sec 30-105-23E
BHL-UTU-76281 BHL 1980' FNL-660' FWL SWNW Sec 30-105-23E

e. Rock House 10-23-22-30 SURF 909' FNL-1854' FWL NENW Sec 30-108-23E
BHL-UTU-81737 BHL 1980' FNL-1980' FWL SENW Sec 30-10$-23E

Enduring Resources, LLC is the only lease owner withina 460' radius ofany point of
any of the well bores, the surface locations, and the four BHL's, to be drilled from this pad.

Therefore, Enduring Resources, LLC hereby grants itself permission to directionally
drillthe wells and the four exception well locations.

Very trulyyours

ENDURING RESOURCES, LLC

Alvin R. (Al)Arlian
Landman - Regulatory Specialist
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SELF-CERTIFICATION STATEMENT

The following self-certificationstatement is provided per federal requirements
dated June 15, 1988.

Please be advised that Enduring Resources, LLC is considered to be the operator
of the following well.

Rock House 10-23-22-30 Well
Surface Location: NENW Sec 30-10$-23E
909' FNL-1854' FWL
BHL: SENW Sec 30-105-23E

' FNL-1980' FWL
Lease Serial No.: UTU-81737
Uintah County, Utah

Enduring Resources, LLC is responsible under the terms and conditions of the
lease for the operations conducted upon leased lands. Bond coverage is provided
by UTBOOO173.

8/10/2006
Evette Bissett Date
Regulatory Compliance Assistant
Enduring Resources, LLC
475 17th Street, Suite 1500
Denver, CO 80202
(303)
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Enduring Resources, LLC

Rock House 10-23-22-30
SE-NW 30-10S-23E (Bottom Hole Location)

NE-NW 30-108-23E (Surface Location)
Uintah County, Utah

Federal Lease: UTU-81737

ONSHORE ORDER 1 - DRILLING PLAN

1. Estimated Tops of Geological Markers:

Formation Depth (K.B.)
Uinta Surface
Green River 1093'
Wasatch 3843'
Mesaverde 5880'

2. Estimated Depths of Anticipated Water, Oil, Gas or Other Minerals:

Substance Formation Depth (K.B.) TVD

KB-Uinta Elevation: 5550' est.
Oil / Gas Green River 1093'
Oil /Gas Wasatch 3843'
Oil IGas Mesaverde 5880'

TD 8390'
MD 8590

An 11" hole will be drilled to approximately 2000 feet. The depth will be determined by
the depth that the Birds Nest zone is encountered. The hole will be drilled 400 feet
beyond the top of the Birds Nest zone and surface casing willbe set.

3. Pressure Control Equipment: (3000 psi schematic attached)

A. Type: Eleven (11) inch double gate hydraulic BOP with eleven (11) inch annular
preventer on 3,000 psi casinghead, with 3,000 psi choke manifold equipped per
the attached diagram. BOPE as specified in Onshore Oil & Gas Order Number 2.
A PVT, stroke counter and flow sensor will be installed to check for flow and
monitor pit volume.

B. Pressure Rating: 3,000 psi BOPE

C. Kelly will be equipped with upper and lower Kelly valves.

D. Testing Procedure: Annular
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At a minimum, the annular preventer will be pressure tested to 50% of the stack
rated working pressure for a period of ten (10) minutes or until provisions of the
test are met, whichever is longer.
At a minimum,the above pressure test will be performed:

1. When the annular preventer is initially installed;
2. Whenever any seal subject to test pressure is broken;
3. Following related repairs; and
4. At thirty(30) day intervals.

In addition to the above, the annular preventer will be functionally operated at
least weekly.

Blow-Out Preventer

At a minimum, the BOP, choke manifold, and related equipment willbe pressure tested
to the approved working pressure of the BOP stack (if isolated from the surface casing
by a test plug) or to 70% of the internal yield strength of the surface casing (if the BOP
is not isolated from the casing by a test plug). Pressure will be maintained for a period
of at least ten (10) minutes or until the requirements of the test are met, whichever is
longer.

At a minimum,the above pressure test will be performed:

1. When the BOP is initially installed;
2. Whenever any seal subject to test pressure is broken;
3. Following related repairs; and
4. At thirty(30) day intervals.

In addition to the above, the pipe and blind rams willbe activated each trip, but
not more than once each day. All BOP drills and tests will be recorded in the
IADC driller's log.

E. Miscellaneous Information:

The blowout preventer and related pressure control equipment will be installed,
tested and maintained in compliance with the specifications in and requirements
of Onshore Oil & Gas Order Nurnber 2.

4. Proposed Casinq & Cementinq Program:

A. Casing Program: All New

Hole Size Casing Size Wt./Ft. Grade Joint Depth Set
(MD)

20" 14" O.D. 40' (GL)
11" 8-5/8" 24# J-55 ST&C 0 - 2016' (KB) est.

7-7/8" 4-1/2" 11.6# N-80 LT&C 0 -- 8590'
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The surface casing willhave guide shoe, 1 joint, insert float collar. Centralize the shoe
joint with bowspring centralizers in the middle and top of the joint and the next 16
joints with bowspring centralizers on every other collar (8 centralizers total). Thread
lock guide shoe.

Casing string(s) willbe pressure tested to 0.22 psilfoot of casing string length or 1500
psi, whichever is greater (not to exceed 70% of the internal yield strength of the
casing), after cementing and prior to drilling out from under the casing shoe.

B. Casing Design Parameters:

Depth (MD) Casing Collapse(psi)/SF Burst (psi)/SF Tension(mlbs)/SF
40' (GL) 14" OD

2016' (KB) 8-5/8",24#lft, J55, STC 1370/1.52(a) 2950/3.28(b) 244/5.81(c)
8590 (KB) 4-1/2", 11.6#lft, N-80, LTC 6350/1.42 (d) 7780/1.90 (e) 223/2.60 (f)

(a.) based on full evacuation of pipe with 8.6 ppg fluid on annulus
(b.) based on 8.6 ppg gradient with no fluid on annulus
(c.) based on casing string weight in 8.6 ppg mud
(d.) based on full evacuation of pipe with 10.0 ppg fluid on annulus
(e.) based on 9.2 ppg gradient, gas to surface,with no fluid on annulus,

no gas gradient
(f.) based on casing string weight in 9.2 ppg mud

PROPOSED CEMENTING PROGRAM

Surface Casinq (if well will circulate)-Cemented to sudace

FT. of EXCESS WEIGHT YIELD
CASING SLURRY FILL CEMENT TYPE SXS (%) (ppg) (ft"Isx)

8-5/8" Lead 1516 Premium cement + 138 25% 11.1 3.50
16% gel + 0.25 pps
celloflake

8-5/8" Tail 500 Premium cement + 138 25% 15.8 1.15
2% CaC2 + 0.25 pps
celloflake

A cement top job is required if cement fallback is greater than 10' below ground
level. Top job (weight 15.8 ppg, yield 1.15 ft3/sx) cement will be premium cement w/
3% CaCl2 + 0.25 pps celloflake. Volume as required

Surface Casinq (if well will not circulate) - Cemented to sudace

FT. of EXCESS WEIGHT YIELD
CASING SLURRY FILL CEMENT TYPE SXS (%) (ppg) (ft /sx)

Premium cement + 2%
8-5/8" Lead 500 CaCl2 + 0.25 pps 138 25 15.8 1.15

celloflake
8-5/8" Top job As Premium cement + 3% As

req. CaCl2 + 0.25 pps Req. 15.8 1.15
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Production Casinq and Liner - Cemented TD to 300' above base of surface casing

CASING SLURRY FT. CEMENT TYPE SXS EXCESS WEIGHT YIELD
of (%) (ppg) (ft /sx)

FILL
Class "G" + 5% NaCI

4-1/2" Lead 1727 + 12% Gel + 0.25 151 25 11.0 3.3
pps celloflake + 0.2%
antifoam + 0.25%
fluid loss +

1% extender
50/50 POZ Class G +

4-1/2" Tail 5147 2% gel +1% CaCl2 $39 25 14.3 1.56
+ 0.2% dispersant
+ 0.2% fluid loss
+ 0.1% antifoam

Cement volumes for the 4-1/2" Production Casing will be calculated to provide a top of
cement to 300' above base of surface casing. Cement volumes are approximate and
were calculated under the assumption that a gauge hole will be achieved. Actual
cement volumes may vary due to variations in the actual hole size and will be
determined by running a caliper log on the drilled hole. Actual cement types may vary
due to hole conditions and cement contractor used.

All waiting on cement (WOC) times will be adequate to achieve a minimum of 500 psi
compressive strengthat the casing shoe prior to drilling out.

5. Drillinq Fluids (mud) Program:

Interval Mud Weight Fluid Loss Viscosity Mud Type
(MD)

0' - 2016' (KB) No cntrl Air/mist
2000'-3000' (KB) 8.4-8.6 No cntrl 28-36 Water
3000'-8590' (KB) 8.8-9.8 8 - 10 ml 32-42 Water/Gel

Sufficient mud material(s) to maintain mud properties, control lost circulation and contain
a blowout will be available at the well site during drilling operations.

6. Evaluation Program:

Tests: No tests are currently planned.

Coring: No cores are currently planned.

Samples: No samplingis currently
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Locaina

• Dual Induction -- SFL IGamma Ray/Caliper/SPITDLT/CNLIML
TD to Base Sulface Casing

• Cement Bond Log / Gamma Ray:
TD to Base of Surface Casing or Top of Cement if below Base of Surface Casing

Stimulation: A stimulation or frac treatmentwillbe designed for completion of this well
based on openhole log analysis. The drill site, as approved, will be
sufficient size to accommodate all completion activities.

7. Abnormal Conditions:

No abnormal temperatures or pressures are anticipated. No H2S has been
encountered or known to exist from previous wells drilled to similar depths in the
general area.

Maximum anticipated bottom hole pressure equals approximately 4467 psi (calculated
at 0.52 psilfoot of hole) and maximum anticipated surface pressure equals
approximately2577 psi (anticipated bottom hole pressure minus the pressure of a
partially evacuated hole calculated at 0.22 psilfoot of hole).

8. Anticipated Startinq Dates:

• Anticipated Commencement Date- Within one year of APD issue.
• Drilling Days- Approximately 10 days
• Completion Days - Approximately 10 days
• Anticipate location construction within 30 days of permit issue.

9. Variances:

None anticipated

10. Other:

A Cultural Resource Inventory and Paleontology reconnaissance shall be conducted for
the well location, access route and pipeline. The reports shall be submitted to the
Division of Oil, Gas and Mining and the School and Institutional Trust lands
Administration upon their receipt.

A measurement while drilling (MWD) system will be used to track and control the
directional path of the
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Directions to the SURFACE LOCATION of the Rock House 10-23-21-30, Rock House 10-23-31-30,

Rock House 10-23-11-30, Rock House 10-23-22-30, & Rock House 10-23-12-30

FROM THE INTERSECTION OF U.S. HIGHWAY 40 AND 500 EAST STREET IN VERNAL,
UTAH PROCEED IN AN EASTERLY THEN SOUTHERLY DIRECTION ALONG U.S.
HIGHWAY 40 APPROXIMATELY 3.3 MILES TO THE JUNCTION OF STATE HIGHWAY
45; EXIT RIGHT AND PROCEED IN A SOUTHERLY DIRECTION ALONG STATE
HIGHWAY 45 APPROXIMATELY 40.5 MILES TO THE JUNCTION OF THE DRAGON
ROAD (COUNTY B ROAD 4180). THIS ROAD IS LOCATED APPROXIMATELY 4.8
MILES SOUTH OF BONANZA, UTAH. EXIT LEFT AND PROCEED IN A
SOUTHEASTERLY DIRECTION ALONG COUNTY B ROAD 4180 APPROXIMATELY 4.0
MILES TO THE JUNCTION OF THE KINGS WELLS ROAD (COUNTY B ROAD 4190).
EXIT RIGHT AND PROCEED IN A SOUTHWESTERLY DIRECTION ALONG COUNTY B
ROAD 4190 APPROXIMATELY 8.7 MILES TO THE JUNCTION OF THE ATCHEE RIDGE
ROAD (COUNTY B ROAD 4270). CONTINUE ALONG COUNTY B ROAD 4190 IN A
SOUTHWESTERLY DIRECTION APPROXIMATELY 4.3 MILES TO THE JUNCTION OF
THE LONG DRAW ROAD (COUNTY B ROAD 4260). CONTINUE ALONG COUNTY B
ROAD 4190 IN A SOUTHERLY, THEN WESTERLY DIRECTION APPROXIMATELY 4.0
MILES TO THE JUNCTION OF COUNTY B ROAD 4160. EXIT RIGHT AND PROCEED IN
A NORTHERLY DIRECTION ALONG COUNTY B ROAD 4160 APPROXIMATELY 0.5
MILES TO THE JUNCTION OF THE BITTER CREEK ROAD (COUNTY B ROAD 4120).
EXIT LEFT AND PROCEED IN A WESTERLY DIRECTION ALONG COUNTY B ROAD
4120 APPROXIMATELY 1.9 MILES TO THE JUNCTION OF COUNTY B ROAD 4230.
EXIT RIGHT AND PROCEED IN A NORTHERLY DIRECTION ALONG COUNTY B ROAD
4230 APPROXIMATELY 0.9 MILES TO THE JUNCTION OF THE ATCHEES WASH ROAD
(COUNTY B ROAD 4240). EXIT RIGHT AND PROCEED IN A NORTHERLY DIRECTION
ALONG COUNTY B ROAD 4240 APPROXIMATELY 2.7 MILES TO A CLASS D COUNTY
ROAD. EXIT LEFT AND PROCEED IN A NORTHWESTERLY DIRECTION
APPROXIMATELY 1.4 MILES TO THE SADDLETREE DRAW ROAD (COUNTY B ROAD
4230); EXIT RIGHT AND PRODEED IN A NORTHELY DIRECTION ALONG COUNTY B
ROAD 4230 APPROXIMATELY 2.1 MILES TO A CLASS D COUNTY ROAD; EXIT LEFT
AND PROCEED IN AN SOUTHWESTERLY DIRECTION ALONG THE COUNTY D ROAD
APPROXIMATELY 1.7 MILES TO A SECOND CLASS D COUNTY ROAD. EXIT RIGHT
AND PROCEED IN A NORTHERLY DIRECTION ALONG THE SECOND CLASS D ROAD
APPROXIMATELY 2.0 MILES TO THE PROPOSED ACCESS ROAD. FOLLOW ROAD
FLAGS IN A NORTHERLY DIRECTION APPROXIMATELY 2.3 MILES TO THE
PROPOSED LOCATION.

TOTAL DISTANCE FROM VERNAL, UTAH TO THE PROPOSED WELL LOCATION IS
APPROXIMATELY 80.3 MILES IN A SOUTHEASTERLY
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Enduring Resources, LLC

Rock House 10-23-22-30
SE-NW 30-10S-23E (Bottom Hole Location)

NE-NW 30-105-23E (Surface Location)
Uintah County, Utah

Federal Lease: UTU-81737

MULTI-POINT SURFACE USE & OPERATIONS PLAN

(This will be a five-well pad.)

1. Existinq Roads:

Directions to the SURFACE LOCATION of the Rock House 10-23-21-30, Rock
House 10-23-31-30, Rock House 10-23-11-30, Rock House 10-23-22-30, & Rock

House 10-23-12-30

From The Intersection Of U.S. Highway40 And 500 East Street In Vernal, Utah Proceed In
An Easterly Then Southerly Direction Along U.S. Highway 40 Approximately 3.3 Miles To
The Junction Of State Highway 45; Exit Right And Proceed in A Southerly DirectionAlong
State Highway 45 Approximately 40.5 Miles To The Junction Of The Dragon Road (County
B Road 4180). This Road Is Located Approximately 4.8 Miles South Of Bonanza, Utah.
Exit Left And Proceed in A Southeasterly Direction Along County B Road 4180
Approximately 4.0 Miles To The Junction Of The Kings Wells Road (County B Road 4190).
Exit Right And Proceed in A Southwesterly Direction Along County B Road 4190
Approximately 8.7 Miles To The Junction Of The Atchee Ridge Road (County B Road
4270). Continue Along County B Road 4190 In A Southwesterly Direction Approximately
4.3 Miles To The Junction Of The Long Draw Road (County B Road 4260). Continue
Along County B Road 4190 In A Southerly, Then Westerly Direction Approximately 4.0
Miles To The Junction Of County B Road 4160. Exit Right And Proceed in A Northerly
Direction Along County B Road 4160 Approximately 0.5 Miles To The Junction Of The
Bitter Creek Road (County B Road 4120). Exit Left And Proceed In A Westerly Direction
Along County B Road 4120 Approximately 1.9 Miles To The Junction Of County B Road
4230. Exit Right And Proceed In A Northerly Direction Along County B Road 4230
Approximately 0.9 Miles To The Junction Of The Atchees Wash Road (County B Road
4240). Exit Right And Proceed In A Northerly Direction Along County B Road 4240
Approximately 2.7 Miles To A Class D County Road. Exit Left And Proceed In A
Northwesterly Direction Approximately 1.4 Miles To The Saddletree Draw Road (County B
Road 4230); Exit Right And Proceed In A Northerly Direction Along County B Road 4230
Approximately 2.1 Miles To A Class D County Road; Exit Left And Proceed In An
Southwesterly Direction Along The County D Road Approximately 1.7 Miles To A Second
Class D County Road. Exit Right And Proceed In A Northerly Direction Along The Second
Class D Road Approximately 2.0 Miles To The Proposed Access Road. Follow Road Flags
In A Northerly Direction Approximately 2.3 Miles To The Proposed Location.

Total Distance From Vernal, Utah To The Proposed Well Location Is Approximately 80.3
Miles In A Southeasterly
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2. Planned Access Roads:

If this is the first well pad in Sections 30 and Section 31, the proposed access road will
be approximately 12,195' feet of new construction, being as follows:

Segment LEASE Owner Surface Length
1 UTU-76281 BLM OFF-LEASE 470'
2 UTU-81737 BLM ON-LEASE 3210'
3 UTU-76281 BLM OFF-LEASE 280'
4 UTU-81737 BLM ON-LEASE 1125'
S UTU-76281 BLM OFF-LEASE 1890'
6 UTU-81737 BLM ON-LEASE 4975'
7 FEE FEE OFF-LEASE 245

BHL UTU-81737 BLM N/A N/A

The proposed access road will be utilized to transport personnel, equipment and
supplies to and from the proposed well site during drilling, completion and production
operations. The road willbe utilized year round.

The access road will be crowned 2% to 3%, ditched and constructed with a running
surface of 18 feet and a maximum disturbed width of 30 feet right-of-way. Maximum
grade of road is 5% or less. Graveling or capping the roadbed will be performed as
necessary to provided a well constructed, safe road. No fence crossings, culverts,
turnouts, cattle guards or major cuts and fills are required. Prior to construction or
upgrading, the proposed road shall be cleared of any snow and allowed to dry
completely.

Surface disturbance and vehicular trafficwillbe limited to the proposed location and
proposed access route. Any additional area needed willbe approved in advance. AII
construction shall be in conformance with the standards outlined in the BLM and Forest
Service publication: Surface Operatinq Standards for Oiland Gas Exploration and
Development. 1989.

The road sulface and shoulders will be kept in a safe usable condition and will be
maintained in accordance with the original construction standards. All drainage ditches
will be kept clear and free flowing and will be maintained according to original
construction standards. The access road surface will be kept free of trash during
operations. All traffic will be confined to the approved disturbed surface. Road
drainage crossings shall be designed so they will not cause siltation or accumulation of
debris in the drainage crossing nor shall the drainages be blocked by the road bed.
Erosion of drainage ditches by runoffwater shall be prevented by diverting water off at
frequent intervals by means of cutouts. Upgrading shall not be allowed during muddy
conditions. Should mud holes develop, they shall be filled in and detours around them
avoided. When snow is removed from the road during the winter months, the snow
shall be pushed outside of the borrow ditches and the turnouts kept clear so that
snowmelt willbe channeled away from the
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3. Location of Existinq Wells within a One-Mile radius (See "Topo" Map "C"
attached):

The following wells are wells located within a one (1) mile or greater radius of the
proposed location.

a. None: Water Wells:
b. None: Injection Wells:
c. None: Producing Wells:
d. None: DrillingWells:
e. None: Shut-in Wells:
f. None: Temporarily Abandoned Wells:
g. None: Disposal Wells:
h. None: Abandoned Wells:
i. None: Dry Holes:
j. None: Observation Wells:
k. (16): Pending (staked) Wells:

Enduring has 16 wells staked within one mile of this well's BHL.

4. Location of Existinq andlor Proposed Facilities:

All production facilities will be located on the disturbed portion of the well pad and at a
minimum of 25 feet from the toe of the back slope or the top of the fillslope.

A dike will be constructed completely around those production facilities which contain
fluids (i.e. production tanks, produced water tanks and/or heater treater). These dikes
will be constructed of compacted subsoil, be impervious, hold 100% of the capacity of
the largest tank and be independent of the back cut.

All permanent (on site for six months or longer) above the ground structures
constructed or installed, including pumping units, will be painted a flat, non-reflective,
earth tone color to match one of the standard environmental colors, as determined by
the rocky Mountain Five State Inter-Agency Committee

All facilities will be painted within 6 months of installation. The color shall be Dark Olive
Black. Facilities required to comply with the Occupational Safety and Health Act
(OSHA) will be excluded.

Any necessary pits willbe properly fenced to protect livestock and prevent wildlifeentry.

Gas Gathering Pipeline for each well drilled on with pad willbe:

The proposed 4" surface pipeline will begin at the well site; and shall be laid on the
surface next to the new access road (southerly), and then the tie-inpoint shall be into
the Rock House 11-31 pipeline at a point in the SE/4SWl4 of Section 30. See
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Segment LEASE Owner Surface Length

1 UTU-76281 BLM OFF-LEASE 490'
2 UTU-81737 BLM ON-LEASE 4600'
3 UTU-76281 BLM OFF-LEASE 1,93Ù
4 UTU-81737 BLM ON-LEASE 4935'
5 FEE FEE OFF-LEASE 240'

BHL UTU-81737 BLM N/A N/A

The meter run will be housed. The gas gathering line willbe buried or anchored down
from the wellhead to the meter.

Upon plugging and abandonment, the gas gathering line will be removed and the
disturbed area will be re-contoured and restored as near as practical to the original
condition. If necessary, re-seeding operations will be performed after completionof
other reclamation operations.

5. Location and Type of Water Supply:

Whenever practical, water willbe obtained from Enduring Resources LLC Water Right
Number 49-2215 or Water Right Number 49-2216 (*See Townships of permitted Use
below). If those sources are not available, a new water source shall be submitted prior
to commencing operations. (These permits have one-year terms and then must be
renewed)

*Enduring Water Permits' Townships of Use:

T10S-R22E T11S-R22E T12S-R22E
T10S-R23E T11S-R23E T12S-R23E
T10S-R24E T11S-R24E T12S-R24E

Water will be hauled to the location over the roads marked on "Topo" Maps "A"and "B."

No water well is to be drilled on this lease.

6 Source of Construction Materials:

Surface and subsoil materials in the immediate area will be utilized fro location and
access road construction.

Any gravel will be obtained from a commercial source; however, gravel sized rock
debris associated with location and access road construction may be used as access
road surfacing material.

7. Methods of Handlinq Waste Materials:

Drillcuttings willbe contained and buried in the reserve
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Drilling fluids, including salts and chemicals, will be contained in the reserve pit willbe
removed and disposed of at an approved waste disposal facility within 120 days after
drilling is terminated.

The reserve pit well be constructed on the location and will not be located withinnatural
drainage, where a flood hazard exits or surface runoff will destroy or damage the pit
walls. The reserve pit will be constructed so that it will not leak, brake or allow
discharge of liquids.

The reserve pit willbe lined with ¼ felt and a minimum of 16 mm plastic with sufficient
bedding used to cover any rocks. The liner willoverlap the pit walls and be covered
with did and/or rocks to hold it in place. No trash or scrap that could puncture the will
be disposed of in the pit.

A chemical portable toilet will be furnished with the drilling rig. The toilet will be
replaced periodically utilizinga licensed contractor to transport by truck the portable
chemical toiletso that its contents can be delivered to the Vernal Wastewater Treatment
Facility in accordance with state and county regulations.

Garbage, trash and other waste materials will be collected in a portable, self-contained,
fully enclosed trash cage during operations. No trash well be burned on location.

All debris and other waste material not contained in the trash cage willbe cleaned up
and removed from the location immediately after removal of the drilling rig.

Any open pits willbe fenced during the operations. The fencing willbe maintained until
such timeas the pits are backfilled.

No chemicals subject to reporting under SARA Title III (hazardous materials) in an
amount greater than 10,000 pounds will be used, produced, stored, transported or
disposed of in association with the drilling, completion or testing of this well.
Furthermore, no extremely hazardous substances, as defined in 40 CFR 355, in
threshold planning quantities, will be used, produced, stored, transported or disposed of
in association with the drilling, completion or testing of this well.

Produced oil will be stored in an oil tank and then hauled by truckto a crude purchaser
facility. Any produced water from the proposed well will be contained in a water tank
and willthen be hauled by truckto an approved disposal site.

8. Ancillary Facilities:

During drilling operations, approximately 20 days, the site will be a manned camp.
Three or four additional trailers will be on location to serve as the crews' housing and
eating facilities. These willbe located on the perimeter of the pad site within the topsoil
stockpiles. Refer to Sheet
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9. Well Site Layout: (Refer to Sheets #2, #3, and #4)

The attached Location Layout Diagrams described drill pad cross-sections, cuts and fills
and locations of the mud tanks, reserve pit, flare pit, pipe racks, trailerparking, spoil dirt
stockpile(s) and surface material stockpiles(s).

Please see the attached diagram for rig orientation and access roads.

The top soil will be windrowed rather than piled. It will be reseeded and track walker at
the time the location is constructed. Seeding will be with the determined during the
onsite. (Refer to "Seed Mixture for Windrowed Top Soil Will included:" following herein.

The top soil removed from the pit area willbe store separately and will not be reseeded
untilthe pit is reclaimed.

All pits shall be fence to the following minimumstandards:

a. 39 inch net wire shall be used with at least one strand of barbed wire on top of
the net wire. Barbed wire is not necessary if pipe or some type of reinforcement
rod is attached to the top of the entire fence.

b. The net wire shall be no more than 2 inches above the ground. The barbed wire
shall be 3 inches over the new wire. Total height of the fence shall be at least 42
inches.

c. Corner posts shall be cemented and/or braced in such a manner to keep the
fence tightat all times.

d. Standard steel, wood or pipe posts shall be used between the corner braces.
Maximumdistance between any twofence posts shall be no greater than 16 feet.

e. All wire shall be stretched by, using a stretching device, before it is attached to
corner posts.

f. The reserve pit fencing will be on three sides during drilling operations and on
the fourth side when the rig moves off location. Pits will be fenced and
maintained untilcleanup.

g. Location size may change prior to drilling the well due to the current rig
availability. If the proposed location is not large enough to accommodate the
drilling, the location willbe re-surveyed and a Form 9 will be submitted.

10. Plans for Surface Reclamation:

Producing Location:

a. Immediately upon well completion, the location and surrounding area will be
cleared of all unused tubing,equipment, materials, trash and debris not required
for production, or the drilling of additional wells from this same pad.

b. Immediately upon well completion, any hydrocarbons in the pit shall be removed
in accordance with 40CFR 3162.7, unless that pit is being used for the
drilling of additional wells from this same pad.

c. Before any dirt work associated with location restoration takes place, the reserve
pit shall be as dry as possible. All debris in it willbe removed. Other waste
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spoil materials willbe disposed of immediately upon completion of operations,
d. The reserve pit and that portion of the location not needed for production

facilitiesloperations will be re-contoured to the approximated natural contours.
The reserve pit willbe reclaimed within90 days from the date of well completion,
weather permitting.

e. To prevent surface water(s) from standing (ponding) on the reclaimed reserve pit
area, final reclamation of the reserve pit willconsist of "mounding"the surface 3
feet above surrounding round surface to allow the reclaimed pit area to drain
effectively.

f. Upon completion of back filling, leveling and re-contouring, the stockpiled topsoil
willbe spread evenly over the reclaimed area(s).

Dry Hole/Abandoned Location:

i. Abandoned well sites, roads and other disturbed areas willbe restored as nearly
as practical to their original condition. Where applicable, these conditions
include the re-establishment of irrigation systems, the re-establishment of
appropriate soil conditions and re-establishment of vegetation as specified.

ii. AIIdisturbed surfaces willbe re-contoured to the approximated natural contours
with reclamation of the well pad and access road to be performed as soon as
practical after final abandonment. If necessary, re-seeding operations will be
performed after completion of other reclamation operations.

Seed Mixture for Windrowed Top Soil Will Included:

To be provided by the BLM

11. Surface Ownership: Location, Access and Pipeline Route:

Wellsite: FEE
BHL: Bureau of Land Management
Access: FEE and Bureau of Land Management
Pipeline: FEE and Bureau of Land management

12. Other Information

On-site Inspection for Location, Access and Pipeline Route:

The on-site was conducted February 9, 2006.

Special Conditions of Approval:

• Tanks and Production Equipment shall be painted Dark Olive Black.
• Surface Gathering Pipeline shall be 4" or
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Archeology:

a. A Cultural Resource Inventory Report is pending and to be prepared by
Montgomery Archaeological Consultants.

Paleontology:

a. A Paleontology Reconnaissance Report is pending and to be prepared by
Intermountain Paleo-Consulting.

If, during operations, any archaeological or historical sites, or any objects of antiquity
(subject to the Antiquities Act of June 8, 1906) are discovered, all operations which
would affect such sites will be suspended and the discovery reported promptly to the
surface management agency.

13, Lessee's or Operator's Representatives:

Representatives:

Alvin R. (AI)Arlian Teme Singleton
Landman -- Regulatory Specialist Drilling Engineer
Enduring Resources, LLC Enduring Resources, LLC
475 17thStreet, Suite 1500 475 17thStreet, Suite 1500
Denver, Colorado 80202 Denver, Colorado 80202
Office Tel: 303-350-5114 Office Tel: 303-573-5102
Fax Tel: 303-573-0461 Fax Tel: 303-573-0461
Cell: 303-880-3841 Cell: 985-502-5070
aarlian@enduringresources.com
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All lease and/or unit operations willbe conducted in such a manner that full compliance
is made with all applicable laws, regulations, Onshore Oil and Gas Orders, the
approved plan of operations, and any applicable Notice to Lessees. The operator is
fully responsible for the actions of his/her/its subcontractors. A copyof these conditions
willbe furnished the field representative to insure compliance.

A complete copy of the approved APD and ROW grant, if applicable, shall be on
location during construction of the location and drilling activities.

The operator or his/herelits contractor shall contact the BLM office at (435) 781-4400
forty-eight (48) hours prior to construction activities.

The BLM Office shall be notifiedupon site completion rilling rig.

Certification:

I hereby certify that I, or persons under my direct supervision, have inspected the
proposed drill-site and access route, that I am familiar with the conditions which presently
exist, that the statements made in this plan are, to the best of my knowledge and belief,
true and correct, and that the work associated with the operation proposed herein will be
preformed by Enduring Resources, LLC and its contractors and subcontractors in
conformitywith this plan and terms and conditions with this plan and the terms and
conditions under which it is approved.

Please be advised that Enduring Resources, LLC is considered to be the operator of the
Rock House 10-23-22-30 Well; NENW Section 30, Township 10 South, Range 23 East
Surface; SENW, Section 30, Township 10 South, Range 23 East BHL; Lease #: 81737,
Uintah County, Utah; and is responsible under the terms and conditions of the lease for
the operations conducted upon the leased lands. Bond coverage is provided by BLM
Statewide Oil & Gas Lease Bond No. UTBOOO173and State of Utah Division of Oil,
Gas & Mining Surety Bond No. RLBOOO8031

ENDURING RESOURCES, LLC

August 10, 2006
Alvin R. (AI)Arlian,
Landman -- Regulatory
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ENDURINGRESOURCES
by -- · g Rock House 10-23-22-30
-:PAt NE/NW Sec. 30, T108, R23E

Uintah County, Utah l

SECTION DETAILS

Sec MD Inc Azi TVD +N/-8 +El-W OLeg TFace VSec Target

1 0.00 0.00 173.47 0.00 0.00 0.00 0.00 0.00 0.00
2 2072.00 0.00 173.47 2072.00 0.00 0.00 0.00 0.00 0.00 KOP
3 2875.73 24.11 173.47 2852.22 -165.56 18.95 3.00 173.47 166.64 EndBuild
4 4494.42 24.11 173.47 4329.68 -822.53 94.15 0.00 0.00 827.90 StartDrop
5 5700.02 0.00 173.47 $500.00 -1070.87 122.58 2.00 180.00 1077.86 End Drop
6 8590.02 0.00 173.47 8390.00 -1070.87 122.58 0.00 173.47 1077.86 TD

WELL DETAILS

Name +N/ 5 +El-W Northing Easting Iatilude Laqgitude Slot

Rock House 10-23-22-30 -99.03
-1631 7148373.59 2137060.04 39 55'28.59tN 109°22'20319W N/A

FIELD DETAILS SITE DETAILS

Uirnab. Utah NE/NW 30.109-23EPati
UlahCenbal2ane Sec.30, Tl08, It23E. Uiltak County.UtahRKB Elevaden: $500.M US.A. 810 FNL & [870 FWL

Ground Elevadon: 5533.W GeodeticSystent USStale PIEDE COOrdinale SyStern 1983 Site Centre Latitude: 39"$5'29.570N
Elhpsoid GilS 1980 Langinsle 109°2220110Wa zone Utah.Centralzone

MagneticMorle[: g GroundIzvel: 553390
PositiomtUncertainly: 0.00

SystemDBn-t MeanSeaLevel Convergensm:1-36
Creen River ( tocalNortic True North

TARGET DETAILS

Name TVD +N/-S +ELW Shepc

1500 1021.22-30Target 8390.00 -107087 122.58 Rectangle(400x400)

CASINGDETAILS FORMATION TOP DETAIIS
- No. TVD MD Name Size No. TVDPath MDPath Formatum

i 2012.00 201203 9 5/8" Smfsee 9.625 1 1093 00 1093.00 GreenRiver
2 384300 3961.22 Wassich
3 5880 00 6080.02 Mesavetde
4 8138 00 8338,02 Suck Tongue

End B Rd

| Wasurch I SBL(909 'NL& 1854 FWL)

Emiry Point5341.09• MD I
5143.00' TVD

7.16 lNC I

i

End Drop

Entry PoluiMesaverde
1045.65• S, 120.0f E

TD
8590.02' MD
8390.00' TVD PBHL 1980FNL & 1980 FWL)0.00•rNC

le70.8TE,112,58'E

1530 300 -5 10 t 500 i Clo
Vertical Sectionat 173.47* [1500ftlin] CreatedBy:ScoltWallace 0046 West(-)/East(*)



eatherford Internationa
Planning Report

Company: Enduring Resources Date: 6/20/2006 Time: 14:38:58 Page: 1
Field: Uintah, Utah Co-ordinate(NE) Reference: Well: RockHouse 10-23-22-30, True Nortti
Site: NEINW30-108-23E Pad Vertical (TVD) Reference: SITE 5550.0
Well: Rock House 10-23-22-30 Section (VS) Reference: Well (0.00N,0.00E,173.47Azi)
Wellpath: 1 Plan: Plan #1
Field: Uintah, Utah

Utah Central Zone
U.S.A.

Map System:US State Plane Coordinate System 1983 Map Zone: Utah, Central Zone
Geo Datum: GRS 1980 Coordinate System: Well Centre
SysDatum: Mean Sea Level Geomagnetic Model: igrf2005

Site: NEINW30-10S-23E Pad
Sec. 30, T10S, R23E, Uintah County, Utah
810 FNL & 1870 FWL

Site Position: Northing: 7148472.98 ft Latitude: 39 55 29.570 N
From: Geographic Easting: 2237073.99 ft Longitude: 109 22 20.110 W
Position Uncertainty: 0.00 ft North Reference: True
Ground Level: 5533.90 ft Grid Convergence: 1.36 deg

Well: Rock House 10-23-22-30 Slot Name:

Well Position: +N/-S -99.03 ft Northing: 7148373.59 ft Latitude: 39 55 28.591 N
+El-w -16.31 ft Easting: 2237060.04 ft Longitude: 109 22 20.319 W

Position Uncertainty: 0.00 ft

Wellpath: 1 Drilled From: Surface
Tie-en Depth: 0.00 ft

Current Datum: SITE Height 5550.00 ft AboveSystem Datum: Mean Sea Level
Magnetic Data: 6/20/2006 Declination: 11.64 deg
Field Strength: 52859 nT Mag Dip Angle: 65.96 deg
Vertical Section: Depth From (TVD) +N/-S +El-W Direction

ft ft ft deg
0.00 0.00 0.00 173.47

Plan: Plan #1 Date Composed: 6/20/2006
Version: 1

Principal: Yes Tied-to: From Surface

Plan Section Information

MD Incl Azim TVD +N/-S +El-W DLS Build Turn TFO Target
ft deg deg ft it ft deg/100ft deg/100ft deg/100ft deg
0.00 0.00 173.47 0.00 0.00 0.00 0.00 0.00 0.00 0.00

2072.00 0.00 173.47 2072.00 0.00 0.00 0.00 0.00 0.00 0.00
2875.73 24.11 173.47 2852.22 -165.56 18.95 3.00 3.00 0.00 173.47
4494.42 24.11 173.47 4329.68 -822.53 94.15 0.00 0.00 0.00 0.00
5700.02 0.00 173.47 5500.00 -1070.87 122.58 2.00 -2.00 0.00 180.00
8590.02 0.00 173.47 8390.00 -1070.87 122.58 0.00 0.00 0.00 173.47 10-23-22-30 Target

Section 1 : Start Hold
MD Incl Azim TVD +N/-S +El-W VS DLS Build Turn TFO
ft deg deg ft ft ft ft deg/100ft deg/100ftdeg/100ft deg
0.00 0.00 173.47 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

2000.00 0.00 173.47 2000.00 0.00 0.00 0.00 0.00 0.00 0.00 173.47
2012.00 0.00 173.47 2012.00 0.00 0.00 0.00 0.00 0.00 0.00 173.47
2072.00 0.00 173.47 2072.00 0.00 0.00 0.00 0.00 0.00 0.00 173.47

Section 2 : Start Build3.00

MD Incl Azim TVD +N/-S +E/-W VS DLS Build Turn TFO
ft deg deg ft ft ft ft deg/100ft deg/100ft deg/100ft deg

2100.00 0.84 173.47 2100.00 -0.20 0.02 0.21 3.00 3.00 0.00 0.00
2200.00 3.84 173.47 2199.90 -4.26 0.49 4.29 3.00 3.00 0.00 0.00
2300.00 6.84 173.47 2299.46 -13.51 1.55 13.59 3.00 3.00 0.00 0.00
2400.00 9.84 173.47 2398.39 -27.91 3.20 28.10 3.00 3.00 0.00 0.00
2500.00 12.84 173.47 2496.43 -47.45 5.43 47.76 3.00 3.00 0.00 0.00
2600.00 15.84 173.47 2593.30 -72.05 8.25 72.52 3.00 3.00 0.00 0.00
2700.00 18.84 173.47 2688.74 -101.66 11.64 102.32 3.00 3.00 0.00 0.00
2800.00 21.84 173.47 2782.50 -136.19 15.59 137.08 3.00 3.00 0.00 0.00
2875.73 24.11 173.47 2852.22 -165.56 18.95 166.64 3.00 3.00 0.00



eatherford Internationa
Planning Report

mpany: Enduring Resources Date: 6/20/2006 Ti 14:38:58 Page: 2Ë1eld: Wintah,Utah Co-ordinate(NE) Reference: Well: RockHouse 10-23-22-30, True North
SIte: ÑE/NW30-108 23E Pad Vertîcal (TVD)Reference: SITG55Šd0
Well: Rock House 10-23-22-30 Section (VSJAeference: MII (0.00N,0,00E.173.47Azi)
Wellpath: 1 Plan: Plan #1
Section 2 : StartBuild3.00

MD IncI Azim TVD +N/-S +El-W VS DLS Build Turn TFO

Section 3 : Start Hold
Incl Azim TVD +NI-S +E/-W VS DLS Build Turn TFO

ft deg dëg ft ft ft ft deg/1004 deg/100ftdeg/100ft deg
2900.00 24.11 173.47 2874.37 -175.41 20.08 176.55 0.00 0.00 0.00 0.00
3000.00 24.11 173.47 2965.64 -215.99 24.72 217.40 0.00 0.00 0.00 0.00
3100.00 24.11 173.47 3056.92 -256.58 29.37 258.26 0.00 0.00 0.00 0.00
3200.00 24.11 173.47 3148.19 -297.17 34.02 299.11 0.00 0.00 0.00 0.00
3300.00 24.11 173.47 3239.47 -337.75 38.66 339.96 0.00 0.00 0.00 0.00
3400.00 24.11 173.47 3330.74 -378.34 43.31 380.81 0.00 0.00 0.00 0.00
3500.00 24.11 173.47 3422.02 -418.93 47.95 421.66 0.00 0.00 0.00 0.00
3600.00 24.11 173.47 3513.29 -459.51 52.60 462.52 0.00 0.00 0.00 0.00
3700.00 24.11 173.47 3604.57 -500.10 57.24 503.37 0.00 0.00 0.00 0.00
3800.00 24.11 173.47 3695.84 -540.69 61.89 544.22 0.00 0.00 0.00 0.00
3900.00 24.11 173.47 3787.12 -581.28 66.54 585.07 0.00 0.00 0.00 0.00
3961.22 24.11 173.47 3843.00 -606.13 69.38 610.08 0.00 0.00 0.00 0.00
4000.00 24.11 173.47 3878.39 -621.86 71.18 625.92 0.00 0.00 0.00 0.00
4100.00 24.11 173.47 3969.67 -662.45 75.83 666.78 0.00 0.00 0.00 0.00
4200.00 24.11 173.47 4060.94 -703.04 80.47 707.63 0.00 0.00 0.00 0.00
4300.00 24.11 173.47 4152.22 -743.62 85.12 748.48 0.00 0.00 0.00 0.00
4400.00 24.11 173.47 4243.49 -784.21 89.77 789.33 0.00 0.00 0.00 0.00
4494.42 24.11 173.47 4329.68 -822.53 94.15 827.90 0.00 0.00 0.00 0.00

Section 4 : Start Drop -2.00

MD Incl Azim TVD +N/-S +El-W VS DLS Build Turn TFO
ft deg deg ft ft ft ft à 100ft deg/100ft deg/100 deg

4500.00 24.00 173.47 4334.77 -824.79 94.41 830.18 2.00 -2.00 0.00 180,00
4600.00 22.00 173.47 4426.81 -863.61 98.85 869.25 2.00 -2.00 0.00 180.00
4700.00 20.00 173.47 4520.17 -899.21 102.93 905.09 2.00 -2.00 0.00 180.00
4800.00 18.00 173.47 4614.71 -931.56 106.63 937.64 2.00 -2.00 0.00 180.00
4900.00 16.00 173.47 4710.34 -960.61 109.96 966.88 2.00 -2.00 0.00 180.00
5000.00 14.00 173.47 4806.93 -986,32 112.90 992.76 2.00 -2.00 0.00 180.00
5100.00 12.00 173.47 4904.36 -1008.67 115.46 1015.25 2.00 -2.00 0.00 180.00
5200.00 10,00 173.47 5002.52 -1027.62 117.63 1034.33 2.00 -2.00 0.00 180.00
5300.00 8.00 173.47 5101.28 -1043.17 119.41 1049.98 2.00 -2.00 0.00 180.00
5342.09 7.16 173.47 5143.00 -1048.68 120.04 1055.53 2.00 -2.00 0.00 -180.00

5400.00 6.00 173.47 5200.53 -1055.27 120.79 1062.16 2.00 -2.00 0.00 180.00
5500.00 4.00 173.47 5300.14 -1063.93 121.78 1070.88 2.00 -2.00 0.00 180.00
5600.00 2.00 173.47 5400.00 -1069.13 122.38 1076.11 2.00 -2.00 0.00 180.00
5700.00 0.00 173.47 5499.98 -1070.87 122.58 1077.86 2.00 -2.00 0.00 180.00
5700.02 0.00 173.47 5500.00 -1070.87 122.58 1077.86 2.00 -2.00 0.00 -180.00

Section 5 : Start Hold
MD Incl Mzim TVD +N/4 +E/.W VS DiS Build Ÿun TFO
ft deg deg ft ft it ft deg/100ft deg/100 deg/100ft deg

5800.00 0.00 173.47 5599.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 173.47
5900.00 0.00 173.47 5699.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 173.47
6000.00 0.00 173.47 5799.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 173.47
6080.02 0.00 173.47 5880.00 -1070.87 122.58 1077.86 0.00 0.00 0.00 173.47
6100.00 0.00 173.47 5899.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 173.47
6200.00 0.00 173.47 5999.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 173.47
6300.00 0.00 173.47 6099.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 173.47
6400.00 0.00 173.47 6199.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 173.47
6500.00 0.00 173.47 6299.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 173.47
6600.00 0.00 173.47 6399.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 173.476700.00 0.00 173.47 6499.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 173.47
6800.00 0.00 173.47 6599.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 173.47
6900.00 0.00 173.47 6699.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 173.47
7000.00 0.00 173.47 6799.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 173.47
7100.00 0.00 173.47 6899.98 -1070.87 122.58 1077.86 0.00 0,00 0.00



eatherford Internationa
Planning Report

Con pan Enduring Resources Date: 6/20/20 Time: 14:38:58 Page: 3
Field: Uintah, Utah Coordinate(NE) Reference: Well:Rock House 10-23-22-30, True North
Site: NEINW30-108-23EPad Vertical (TVD) Reference: SITE 5550.0
Well: Rock House 10-23-22-30 section(VS) Reference: Well (0.00N,0.00E.173.47Azl)
Wellpath: 1 Plan: Plan #1
Section 5 : Start Hold

MQ cI Azim TŸñ +N/-S +E/-W VS DLS Build Turn TFÔ
deg deg ft t ft ft deg/100ft deg/100ft deg/100ft deg

7200.00 0.00 173.47 6999.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 173.47
7300.00 0.00 173.47 7099.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 173.47
7400.00 0.00 173.47 7199.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 173.47
7500.00 0.00 173.47 7299.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 173.47
7600.00 0.00 173.47 7399.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 173.47
7700.00 0.00 173.47 7499.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 173.47
7800.00 0.00 173.47 7599.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 173.47
7900.00 0.00 173.47 7699.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 173.47
8000.00 0.00 173.47 7799.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 173.47
8100.00 0.00 173.47 7899.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 173.47
8200.00 0.00 173.47 7999.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 173.47
8300.00 0.00 173.47 8099.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 173.47
8338.02 0.00 173.47 8138.00 -1070.87 122.58 1077.86 0.00 0.00 0.00 173.47
8400.00 0.00 173.47 8199.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 173.47
8500.00 0.00 173.47 8299.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 173.47
8590.02 0.00 173.47 8390.00 -1070.87 122.58 1077.86 0.00 0.00 0.00 173.47

Survey
MD Incl TVD +N/-S +E/-W VS DLS Èuud Turn Tool/Comment
ft deg deg ft ft ft ft deg/100ft deg/100ft deg/10Dit

2000.00 0.00 173.47 2000.00 0.00 0.00 0.00 0.00 0.00 0.00 MWD
2012.00 0.00 173.47 2012.00 0.00 0.00 0.00 0.00 0.00 0.00 9 5/8" Surface
2072.00 0.00 173.47 2072.00 0.00 0.00 0.00 0.00 0.00 0.00 KOP
2100.00 0.84 173.47 2100.00 -0.20 0.02 0.21 3.00 3.00 0.00 MWD
2200.00 3.84 173.47 2199.90 -4.26 0.49 4.29 3.00 3.00 0.00 MWD

2300.00 6.84 173.47 2299.46 -13.51 1.55 13.59 3.00 3.00 0.00 MWD
2400.00 9.84 173.47 2398.39 -27.91 3.20 28.10 3.00 3.00 0.00 MWD
2500.00 12.84 173.47 2496.43 -47.45 5.43 47.76 3.00 3.00 0.00 MWD
2600.00 15.84 173.47 2593.30 -72.05 8.25 72.52 3.00 3.00 0.00 MWD
2700.00 18.84 173.47 2688.74 -101.66 11.64 102.32 3.00 3.00 0.00 MWD

2800.00 21.84 173.47 2782.50 -136.19 15.59 137.08 3.00 3.00 0.00 MWD
2875.73 24.11 173.47 2852.22 -165.56 18.95 166.64 3.00 3.00 0.00 End Bulld
2900.00 24.11 173.47 2874.37 -175.41 20.08 176.55 0.00 0.00 0.00 MWD
3000.00 24.11 173.47 2965.64 -215.99 24.72 217.40 0.00 0.00 0.00 MWD
3100.00 24.11 173.47 3056.92 -256.58 29.37 258.26 0.00 0.00 0.00 MWD

3200.00 24.11 173,47 3148.19 -297.17 34.02 299.11 0.00 0.00 0.00 MWD
3300.00 24.11 173.47 3239.47 -337.75 38.66 339.96 0.00 0.00 0.00 MWD
3400.00 24.11 173.47 3330.74 -378.34 43.31 380.81 0.00 0.00 0.00 MWD
3500.00 24.11 173.47 3422.02 -418.93 47.95 421.66 0.00 0.00 0.00 MWD
3600.00 24.11 173.47 3513.29 -459.51 52.60 462.52 0.00 0.00 0.00 MWD

3700.00 24.11 173.47 3604.57 -500.10 57.24 503.37 0.00 0.00 0.00 MWD
3800.00 24.11 173.47 3695.84 -540.69 61.89 544.22 0.00 0.00 0.00 MWD
3900.00 24.11 173.47 3787.12 -581.28 66.54 585.07 0.00 0.00 0.00 MWD
3961.22 24.11 173.47 3843.00 406.13 69.38 610.08 0.00 0.00 0.00 Wasatch
4000.00 24.11 173.47 3878.39 -621.86 71.18 625.92 0.00 0.00 0.00 MWD

4100.00 24.11 173.47 3969.67 -662.45 75.83 666.78 0.00 0.00 0.00 MWD
4200.00 24.11 173.47 4060.94 -703.04 80.47 707.63 0.00 0.00 0.00 MWD
4300.00 24.11 173.47 4152.22 -743.62 85.12 748.48 0.00 0.00 0.00 MWD
4400.00 24.11 173.47 4243.49 -784.21 89.77 789.33 0.00 0.00 0.00 MWD
4494.42 24.11 173.47 4329.68 -822.53 94.15 827.90 0.00 0.00 0.00 Start Drop

4500.00 24.00 173.47 4334.77 -824.79 94.41 830.18 2.00 .2.00 0.00 MWD
4600.00 22.00 173.47 4426.81 -863.61 98.85 869 25 2.00 -2.00 0.00 MWD
4700.00 20.00 173.47 4520.17 -899.21 102.93 905.09 2.00 -2.00 0.00 MWD
4800.00 18.00 173.47 4614.71 -931.56 106.63 937.64 2.00 -2.00 0.00 MWD4900.00 16.00 173.47 4710.34 -960.61 109.96 966,88 2.00 -2.00 0.00 MWD

5000.00 14.00 173.47 4806.93 -986.32 112.90 992.76 2.00 -2.00 0.00



eatherford Internationa
Planning Report

Company: EndunggBesources Date; 6/20/2006 Time: 14:38:58 4
Field: Uin&ÑUSA Co-ordinate(NE) Reference: Wel: Rock House 10-23-22SÒ ord
Site: NE/NW30-108-23E Pad Vertical (TVD) Reference: SITE 5550.0
Well: Rock House 10-23-22-30 Section (VS)Ref Well (0.00N,0.00E,1Ñ47Azi)
Wellpath: 1 Plan: Plan #1
Survey

Incl Azim TVD N/ +El-W VS DLS Build Turn Tool/Çomment
ft cleg deg ft ft ft ft deg/100ft deg/100It deg/100tt

5100.00 12.00 173.47 4904.36 -1008.67 115.46 1015.25 2.00 -2.00 0.00 MWD
5200.00 10.00 173.47 5002.52 -1027.62 117.63 1034.33 2.00 -2.00 0.00 MWD
5300.00 8.00 173.47 5101.28 -1043.17 119.41 1049.98 2.00 -2.00 0.00 MWD
5342.09 7.16 173.47 5143.00 -1048.68 120.04 1055.53 2.00 -2.00 0.00 Entry Point

5400.00 6.00 173.47 5200.53 -1055.27 120.79 1062.16 2.00 -2.00 0.00 MWD
5500.00 4.00 173.47 5300.14 -1063.93 121.78 1070.88 2.00 -2.00 0.00 MWD
5600.00 2.00 173.47 5400.00 -1069.13 122.38 1076.11 2.00 -2.00 0.00 MWD
5700.00 0.00 173.47 5499.98 -1070.87 122.58 1077.86 2.00 -2.00 0.00 MWD
5700.02 0.00 173.47 5500.00 -1070.87 122.58 1077.86 2.00 -2.00 0.00 End Drop

5800.00 0.00 173.47 5599.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 MWD
5900.00 0.00 173.47 5699.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 MWD
6000.00 0.00 173.47 5799.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 MWD
6080.02 0.00 173.47 5880.00 -1070.87 122.58 1077.86 0.00 0.00 0.00 Mesaverde
6100.00 0.00 173,47 5899.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 MWD

6200.00 0.00 173.47 5999.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 MWD
6300.00 0.00 173.47 6099.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 MWD6400.00 0.00 173.47 6199.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 MWD
6500.00 0.00 173.47 6299.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 MWD
6600.00 0.00 173.47 6399.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 MWD

6700.00 0.00 173.47 6499,98 -1070.87 122.58 1077.86 0.00 0.00 0.00 MWD
6800.00 0.00 173.47 6599.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 MWD
6900.00 0.00 173.47 6699.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 MWD
7000.00 0.00 173.47 6799.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 MWD
7100.00 0.00 173.47 6899.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 MWD

7200.00 0.00 173.47 6999.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 MWD
7300.00 0.00 173.47 7099.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 MWD
7400.00 0.00 173.47 7199.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 MWD
7500.00 0.00 173.47 7299.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 MWD
7600.00 0.00 173.47 7399.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 MWD

7700.00 0.00 173.47 7499.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 MWD
7800.00 0.00 173.47 7599.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 MWD
7900.00 0.00 173.47 7699.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 MWD
8000.00 0.00 173.47 7799.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 MWD
8100.00 0.00 173.47 7899.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 MWD

8200.00 0.00 173.47 7999.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 MWD
8300.00 0.00 173.47 8099.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 MWD
8338.02 0.00 173.47 8138.00 -1070.87 122.58 1077.86 0.00 0.00 0.00 Buck Tongue
8400.00 0.00 173.47 8199.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 MWD
8500.00 0.00 173.47 8299.98 -1070.87 122.58 1077.86 0.00 0.00 0.00 MWD

8590.02 0.00 173.47 8390.00 -1070.87 122.58 1077.86 0.00 0.00 0.00 10-23-22-30 Target

Targets

Map Map <-- IËÑude-> <-- Longitude -->

Name Description WD +N/-S |-W Northing Easting Deg Min Sge Deg Min Se
Dip. Dir, ft ft ft ft ft

10-23-22-30 Target 8390.00 -1070.87 122.58 7147305.94 2237208.05 39 55 18.007 N 109 22 18.746 W
-Rectangle (400x400)
-Plan hit



eatherford Internationa
Planning Report

Company: Enduring Resoðrces Date: 6/20/2006 Time: 14:38:58 Page: 5
Field: Uintah, Utah Co-ordinate(ISEIReference: Well: Rock House 10-23-22-30, True Noith
Site: NEINW30-108-23E Pad Vertical (TV6 Rëterence: SITE 5550.0
Weu: Rock House 10-23-22-30 Section (VS)R ference: Well (0.00Ñ,ÈÙE,173.47Azi)
WeHpath: 1 Plan: Plan #1
Casing Points

MD TVD Diameter Hole Size Name
in in

2012.00 2012.00 9.625 12.250 9 5/8" Surface

Formations

MD TVD Formations Lithology Dip Angle Di ÚÏÑOtlon
ft ft deg deg

1093.00 1093.00 Green River 0.00 0.00
3961.22 3843.00 Wasatch 0.00 0.00
6080.02 5880.00 Mesaverde 0.00 0.00
8338.02 8138.00 Buck Tongue 0.00 0.00

Annotation

MD TVD
ft ft

SHL (909 FNL & 1854 FWL)
2072.00 2072.00 KOP
2875.73 2852.22 End Build
4494.42 4329.68 Start Drop
5342.09 5143.00 Entry Point
5700.02 5500.00 End Drop
8590.02 8390.00



PHOTO VIEW: FROM CORNER #5 TO LOCATIONSTAKE CAMERAANGLE: NORTHEASTERLY

ENDURING RESOURCES wCATION PHOWS A N

TAKEN SY: K.R K DRAWN BY M W.W. REVlBED
L

Thnberline Land Surveying, Inc. SHEET
38 West 100 North Vernal. Utah 84078

(435) 789-1865 OF 11



9 9
ENDURING RESOURCES

WELL PAD INTERFERENCE PLAT
ROCK HOUSE 10-23-21-30, ROCK HOUSE 10-23-31-30,
ROCK HOUSE 10-23-11-30, ROCK HOUSE 10-23-12-30

& ROCK HOUSE 10-23-22-30
SURFACE POSITIONFOOTAGES: BASIS OF BEARINGS IS THE WEST
ROCK HOUSE 10-23-31-30 LINE OF THE SW 1/4 OF SECTION
810' FNL & 1870' FWL 30, T10S, R23E, S.L.B.&M. WHICH IS

TAKEN FROM GLOBAL POSITIONING
ROCK HOUSE 10-23-21-30 SATELLITE OBSERVATIONS TO BEAR
835' FNL & 1866' FWL NOO 22'18"W.
ROCK HOUSE 10-23-11-30 BASIS OF ELEVATION IS TRIANGULATION
860' FNL & 1862' FWL STATION JEK 19 ET 1966 WHICH IS

I LOCATEDNEAR THE SOUTH 1/4ROCK HOUSE 10-23-12-30
CORNER OF SECTION 8, T11S, R23E,884' FNL & 1858' FWL S.L.B.&M. THE ELEVATION OF THIS

ROCK HOUSE 10-23-22-30 TRIANGLUATION STATION IS SHOWN ON
909' FNL & 1854' FWL o THE ARCHY BENCH SE 7.5 MIN.

I QUADRANGLE AS BEING 6054'.

PROPOSED GRADED GROUND 7394.66'
ELEVATION OF PAD IS 5533.9' N83°45'02"E

I (To Bottom Hole)

vertical ROCK HOUSE 10-23-31-30
880yo- ROCK HOUSE 10-23-21-30

BOTTOM HOLE FOOTAGES Ûo
ROCK HOUSE 10-23-31-30 No/e) ROCK HOUSE 10-23-11-30
660' FNL & 1980' FEL

ROCK HOUSE 10-23-21-30 ROCK HOUSE 10-23-12-30
VERTICAL g'
ROCK HOUSE 10-23-11-30

ROCK HOUSE 10-23-22-30
660 FNL & 660' FWL

"g°aCO FHNLUSE -23F 2-3o LATITUDE & LONGITUDE
Surface Position - (NAD 83) Autonomous

ROCK HOUSE 10-23-22-30
1980' FNL & 1980' FWL g6 WELL N. LATITUDE W. LONGITUDE

/
0\6 31-30 39 55'29.57" 109 22'20.11"

0
21-30 39 55'29.32" 109 22'20.16"

. 0
11-30 39 55'29.08" 109'22'20.21"

A 0 'I 12-30 39 55'28.83" 109 22'20.26"
22-30 39 55'28.59" 109 22'20.31"

RELATIVE COORDINATES ' LATITUDE & IDNGITUDE
From Surface Position to Bottom Hole Bottom Hole - (NAD 83) Autonomous

WELL NORTH EAST WELL N. LATITUDE W. LONGITUDE
31-30 152' 1,386° 31-30 39 55'31.06" 109 22'02.32"
21-30 VERTICAL 21-30 VERTICAL
11-30 197' -1,201' 11-30 39 55'31.02" 109 22'35.62"
12-30

-1,098'

-1,201' 12·-30 39 55'17.98" 109 22'35.68"
22-30 -1,071' 123' 22-30 39 55'18.01" 109 22'18.74"

Section 30 T105, R23E, S.L.B.&M. Qtr/Qtr Locotion: NE NW Footage Location: 835' FNL & 1866' FwL

2
21Surv5eyed: Date DraOwn: Date Last Revision: (435) 789-1365 SHEET

Land Surveying, Inc. 3Surveyed By: K.R.K. Drawn By: M.W.W. Scale: 1" - 60' 38 WEST 100 NORTH VERNAL, UTAH 84078 OF



O O
ENDURING RESOURCES

CUT SHEET - ROCK HOUSE 10-23-2
-30,

ROCK HOUSE 10-23-31-30, ROCK HOUSE 10-23-11-30,
ROCK HOUSE 10-23-12-30 & ROCK HOUSE 10-23-22-30 /

N
F/t i.s

STA 4+20 '

ROUND CORNER TO
AVOIDEXCESS FILL

ROUND CORNER TO
AVOIDEXCESS FILL

PIT TOPSOIL
STOCKPILE

c/9. 1
lare Pt Well 31-30

55' Proposed Well Head:

fg § 6 C/11.0 i i Ungraded Ground EI.5544.3'

Btm Pit 60' / in /Finished Grade EI. 5533.9'
C N-7 9 4o "/ Û/IÛ.4 125' Toe of

- - I i Fill Slope
5 -

weil21-30 STA. 2+40

c/r r. s * F/19- J
/ o - - ( AWell 11-30

EXCESS / Ë - -
MATERIAL o

¯ ¯
- - ( weli12-30
¯ ¯

o C/12. 8
- - ( Well 22-30

RESERVE f) 2

u Slope TA 25

ROUND CORNER TO
C/Jf.0 C/19 AVOID EXCESS FILL

8tm Pit |siope:1:1| |

75' 40 STA. 0+00

tyr s.s
« - TOPSólL PROPOSED ACCESS

STOCKPILE ROAD
CONTOUR INTERVAL - 10'

Section 30, T105, R23E, S.L.B.&M. Qtr/Qtr Location: NE NW Footage Location: 835' FNL & 1866' FWL

2
21Su eyed: Date DroO5n: Date Last Revision: (4JS) 789-1365 SHEET

.. La,nd Surveying, Inc. 4
Surveyed By: K.R.K. Drawn By M.W.W. Scale: 1 = 60' 38 WEST100 NORTH VERNAL, UTAH 84078 OF



9 9
ENDURING RESOURCES

CROSS SECTIONS - ROCK HOUSE 10-23-21-30,
ROCK HOUSE 10-23-31-30, ROCK HOUSE 10-23-11-30,

ROCK HOUSE 10-23-12-30 & ROCK HOUSE 10-23-22-30

1" = 60' STA. 4+20
EXISTING
GRADE

¯¯¯ ¯¯¯

FINISHEDGRADE

'l WELL HOLE

1" = 60 STA. 2+40

Il

1" = 6 STA. 1+25

NOTE:
UNLESS OTHERWISE NOTED

ILL
SSLL00PEESSAARREEAAT 11

: 1

1" = 60 STA. 0+00
Pit overburden is included in pad cut.

ESTIMATEDEARTHWORKQUANTITIES
(No shrink or swell adjustments have been used)

REFERENCE POINTS (Expressed in Cubic Yards)

290' SOUTHERLY =
5551.7, ITEM CUT FILL 6" TOPSOIL EXCESS

, PAD 26,150 27,900 ToPsoil is
-1,750

340' SOUTHERLY = 5554.8 not included
PIT 3,500 0 in Pod cut 3,500

175' EASTERLY = 5496.7' TOTALS 29,650 27,900 1,710 1,750
235' EASTERLY = 5483.3' Excess Material after Pit Rehabilitation = 0 Cu. Yds.

Section 30, T10S, R23E, S.L.B.&M. Qtr/Qtr Location: NE NW Footage Location: 835' FNL & 1866' FWL

2
21Surv5eyed: Date Dra05n: Date Last Revision: (4]S) 789-1]SS SHEET

Land Surveying Inc. 5
Surveyed By: K.R.K. Drawn By M.W.W. Scale: 1" = 60' 38 WEST 100 NORTH VERNAL, UTAH 84078 OF



9 9
ENDURING RESOURCES

TYPICAL RIG LAYOUT - ROCK HOUSE 10-23-21-30,
ROCK HOUSE 10-23-31-30, ROCK HOUSE 10-23-11-30,

ROCK HOUSE 10-23-12-30 & ROCK HOUSE 10-23-22-30

60'

y PIPE RACKS

lore Pit 11 2- 4
miel PIPE RACKS

Well 31-30
60 aos -

Buster

40' structure 125' -
- Well 21-30 -

RESERVE
_

° 4 a weli 12-30
PITS * n= /

(8' Deep)

Mud, Well 22-30

PIT VOLUME -

12,020 bbls ¯

Trosh '¯¯
W / 2'

¯ Basket Air Booster¯
Freeboard

¯

| Air compressor42
- - OO

Toilets Air Compressor #1

75 40°

PROPOSED ACCESS
ROAD

Section 30, T105, R23E, S.L.B.&M. Qtr/Qtr Location: NE NW Footage Location: 835' FNL & 1866' FWL

2
e21Su eyed: te Drawn: Date Lost Revision: (4]S) 789-1385 SHEET

Lo,nd Surveying, Inc. 6
Surveyed By: K,R.K. Drawn By M.W.W. Scale: 1" = 60' 38 WEST 100 NORTH VERNAL, UTAH 84078 OF
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ENDURING RESOURCES

TYPICAL PRODUCTION LAYOUT - ROCK HOUSE 10-23-21-30,
ROCK HOUSE 10-23-31-30, ROCK HOUSE 10-23-11-30,

ROCK HOUSE 10-23-12-30 & ROCK HOUSE 10-23-22-30

Durnp Lines
Separator,
Dehydrator &
Meter I

2 300 bbi
Tanks & Berrn

Well 31-30

. Well 21 --30

6 Well 11-30

. Weil 12-30

. Well 22-30

PIT AREA

Section 30, T10S, R23E, S.L.B.&M. Qtr/Qtr Location: NE NW Footoge Location: 835 FNL & 1866' FWL
D2ate Surv5eyed: Date Dra0wn; Date Last Revision: (415) 789-1365 SHEET

Land Surveying, Inc. 7Surveyed By: K.R.K. Drawn By M.W.W. Scale: 1" -

60°
38 WEST 100 NORTH VERNAL, UTAH 840/8 OF



Proposed WellLocation. - 4 4 5 '

Rock House 10-23-22-30 E E

seeTopo T

T10S
.

2 0 Mies
T1

2.1

.7 M

4 Mies

LEGEND ENDURING RESOURCES
PROPOSED ACCESS RO Rock House 10-23-22-30

m m.- = SUBJECT WELL = COUWTY ROAD CLASS
. * OTHERWELLS & NUMBER Other wolle en this paik Reck Hemse 10-23-21-30, Reek House 10-23-11-30

= EXtSTINGROAD Back Besse !*.23.12-30 & Rock Hemmel*-33.31
- = EXISTINGROAD(TOBE IMPaovED) SECI'ION 30, Tl0S, R23E, S.LB.&M.

ITOPOGRAPHIC MAP "An OAn¯SURVEYED:R-212
Timberline Land Surveying, Inc. SHEET

DATEDRAWN:01 -05 38 West 100 North VernaL Utah 64078 Û
REVISED:- (435) 789-1365 OF



2 2
2 3 Pmposed Well Location:
E E FEE Rock House 10-23-22-30

BL

PROPOSED ACCESS ROAD
Segment Owner On Lease Length

i BLM No ±470'
2 BLM No ±3,210'
3 BLM No *280'
4 BLM No ±1,125'

BL
7 Fee Yes 245

LEGEND ENDURING RESOURCES
PROPOSED ACCESS ROAD = LEASE LINE ANO IOR Rock House 10-23-21-30==•••• = SUBJECT WELL PROPERTY LIME

--•• •OTHER WELLS Other wells on this pad: Rock Eleuse 10·23·21-30, Rock Home 10-23.11,30,
= ExtSTING ROAD Rock Heme 10-13-13-30 & Reck Eleasela23·31-30

- = EXISTINGROAD(TOSE MPROVED) SECTION 30, T10S, R23E, S.LB.&M.= COUNTY ROADCtASS 5 NUMBER N

ITOPOGRAPHIC MAP "B, DATESURVEYED:12-21 Timberline Irmd Surveying, Ilic. SHEET
DATEDRAWN:014-05 38 West 100 North Vernal. ULah 04078

SCALE 1 =200(r DRAWNEY:M.W.W REVISED:0SM (435) 769-1385



Propod Well :
23 1-30

Rock House 10-23-21-30 Pf0posed Bottom Hole Location: i

R se H2

LEGENo ENDURING RESOURCES
DISPOSAL WELL = WATER WELL Rock House 10-13-21-30,
PRODUCING WELL = ABANDONED WELL Rock House 10-23-31-30, Rock House 10-13-11-30,
SHUTINWELL = TEMPORARILY ABANDONED Rock House 10-13-12-30 & Rock House HE23-22-30

O = PROPOSED WELL WELL SECTION 30, TIOS, R13E, S.L.BAM.
= ABANDONED LOCATlON N Bottom Hole: 1980'FNL& 1980' FWL

I'IUPOGRAPHIC MAP "Ce DATESURVEYED: 12.21a Timberline Land Surveying, Inc. SHEET
DATE DRAWN:01-03-05 38 West 100 North Vernal, Utah 84078 10e

SCALE:1 m 2000' DRAWN BY M W.W. REV)SED: (435) 789-1386 OF



2 2
'

roposed WellLocation .

2 3 ockHouse 10 23 22 0

PROPOSED PIPELINE

TH INPOINT T10S

Exisung Pipeline From
Weil Pad 11-31

- -- _ i 1

PROPOSED PIPELINE
Segment Owner On Lease Length

l y

L . 1 BLM No ±490'

2 BLM No ±4,600'

3 BLM No ±1,930'

4 BLM No ±4,935'
5 Fee Yes ±240'

TOTAL ±12,195'
i §- Se -; Afi ..

A- - y
¯

LEGEND ENDURING RESOURCES
----- = PROPOSED PIPELINE Rock House 10-23-22-30
----- = OTHER PIPELINE

PROPOSED ACCESS ROAD
- - N AND IOR Other wells on this pad: Rock House 10-23-21.30, Rock House 10-23.11-30

- = SUBJECT WELt.. Rock House 10-23-12-30 & Rock House10-23-31-30
•••- = OTHERWELLS N

SECTION 30, TIOS, R23E, S.L.B.&M.

ITOPOGRAPHIC MAP "Du DATESURVEYED:12-21* Timberline Land Surveying, Inc. sHEET
DATEORAWN:Ot* 38 West 100 North Vernal. Utah 84078

SCALE: Ps 2Œ¾F ORAWN BY M.W W REVtSED.05-03-08 (435) 789-1365 Ol¯



WORKSHEET
AFPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 08/14/2006 API NO. ASSIGNED: 43-047-38477

WELL NAME: ROCK HOUSE 10-23-22-30

OPERATOR: ENDURING RESOURCES, LLC ( N2750 ) PHONE NUMBER: 303-350-5114

CONTACT: EVETTE BISSETT

PROPOSED LOCATION: INSPECT LOCATN BY: / /
NENW 30 1005 230E Tech Review Initials Date
SURFACE: 0909 FNL 1854 FWL

BOTTOM: 1980 FNL 1980 FWL $ Engineering

COUNTY: UINTAH
Geology

LATITUDE: 39.92464 LONGITUDE: -109.3715

UTM SURF EASTINGS:639164 NORTHINGS:4420453 Surface

FIELD NAME: NATURAL BUTTES ( 630 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU-81737 PROPOSED FORMATION: MVRD

SURFACE OWNER: 4 - Fee COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

\/ Plat R649-2-3.

Bond: Fed[1] Ind[] sta[] Fee[]
Unit:

(No.RLBOOOBO31 )
Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:4GO From Qtr/Qtr & 920'Between Wells

Water Permit R649-3-3. Exception
(No.49-2155 )

Drilling Unit
RDCC Review (Y/N)

Board Cause No:(Date:
Eff Date:

Fee Surf Agreement Y N) Siting:

Intent to Commingle (Y/N) R649-3-11. Directional Drill

COMMENTS:

STIPULATIONS:



e O
T105 R23E

ROŒ HOUSE 10•23•2&30
ROCK HOUSE ©2&3030mmmm HL

.g.

ROCKHOUSE10-2>l250
&23MO NATURAL BUTTES FIELD

BHLI
13 12 30

BHL BHL ,.

231230 282250

MHL

BHL RO HoL15E10 B 33 3D
RO HousE DB 12-10
ROCK HOUSE10 25!! 30
ROŒ HOUSE &38 2 30

ASPHALT
ASH

H E

2¥30
29

HousE ID 231*50 ROCK HOUSE 23 is 30 ROCK HOUS$
B i4 10 RO HOUSE ©23-¾ 3D ID 24&30

ASFHALT
WASH

ROCK ROCK HOMIE 10 23 M-52 20
HOUSE ROŒ HOUSE 23 2+29

2 -32

AEFHALT
WASH

BHL RO HOUSE 00 23 2Z-M

10 23 12 m I 31 m
H RO
5321023

6D ROCK

ROCK HOUSE 10 2&$&38 HOUSE ROCK HOUSE
31 ROCK HOuiE H23 36•31 m32 gn-2 43 32

ROŒ HOUSE10 2743 St
* Ito HousE

Big OCK HOUSE 923•32•31 ML wy
I gy ROCK HOUSE

BHL 10 25-ZG32
25·43 31 i ROCK

,0 HOUSE10 B-45 55 | &&23-2 L
RO HOMBED23·ls si iROCK HOUSE

12D 31
ROCK HOMEE

nocE HOUSE TRE &&34•3i IRAW Wat " ROCK HOUSE
so2s so-ss so-2s-to-n

Tus HE
ROŒH USE" ROCK HOUSE HELD

OFERATOR: ENDURING RES LLC (N2750)

SEC: 3432 T.105 R. 25E

FIELD:NATURAL BUTTES(650)

COUNTY: UINTAH

w.u. sene..SPACING:R60M·11/DIRECTIONALDRILLING
y GASINJECTION Utah OilGas and Mining* GAS STORAGE
x LOCATION ABANDONED
o NEW LOCATION NField Status Unit Status PLUGGED &ABANDONED

Q ABANDONED EXFLORATORY FRODUCING GAS
ACTIVE GAS STORAGE PRODUCING OIL
COMBINED W

OONDARY
S OÑ W E

INACTIVE DING
TEMP. ABANDONED

FROPOSED Q
gy g gg o TEST WELL

ATED FF GEtyrBERML & WATER INjECTION S
FF OIL g WATER SUPFLY PREPARED BY:DIANA WHifNEY
SECONDARY WATER DISFOSAL DATE: 1 AUGUST-2006
TERMINATED g



Application for Permit to Drill
Statement of Basis

9/28/2006 Utah Division of Oil, Gas and Mining Page i

APD No API WelINo Status Well Type Surf Ownr CBM
71 43-047-38477-00-00 GW P No
Operator ENDURING RESOURCES, LLC Surface Owner-APD American Gilsonite
Well Name ROCK HOUSE 10-23-22-30 Unit
Field NATURAL BUTTES Type of Work
Location NENW 30 10S 23E S 0 FL 0 FL GPS Coord (UTM) 639164E 4420453N

Geologic Statement of Basis
The proposed well is located on a Federal mineral lease. The BLM will be the agency responsible for
evaluating and approving the drilling, casing and cement programs.

Brad Hill 9/27/2006
APD Evaluator Date / Time

Surface Statement of Basis
The predrill investigation of the surface was performed on June 13, 2006. This is a directional well planned of
the same pad as 4 other wells: the Rock House 10-23-21-30,the Rock House 10-23-31-30, the Rock House 10-
23-11-30, and the Rock House 10-23-12-30. All are directional wells except the 10-23-21-30, which is a
vertical well. The surface for this well is FEE, owned by American Gilsonite Company, while the minerals are
Federal administered by the BLM. Mr. Jared Jackson representing American Gilsonite was present on the site
investigation and had no concerns not covered in the surface agreement.. Melissa Hawk from the BLM was
invited by e-mail on June 6, 2006 to attend the investigation. She replied by e-mail that a mandatory meeting
scheduled for that day prevented her from attending. She informed Doug Hammond of Enduring Resources that
she would visit the site at a later date.

The combined location is planned near the end of a finger ridge, which overlooks thebreaks of Saddle Tree and
White River drainages. The site is remote requiring approximately 2.3 miles of new access road. Views from
the site are scenic, consisting of steep to vertical canyon walls and protruding rocky knobs or spires. This river
is occasional used for recreational non-white water rafting. The river bottom its self is not visible but users of
the side canyons or climbers to vantage points may see the proposed facilities.

Since the location is on top of and near the point of a ridge and the topography breaks sharply toward the White
River, it is essential that the reserve pit not leak. Enduring Resources agreed to use a double liner on the reserve
pit as well as extra cushioning from felt sub-lining as the final construction indicated appropriate. With this
extra precaution it is expected that no stability or leaking problems will occur.

Approximately 2.3 miles of new access road will be required to reach the location. All of this road except the
final 240 feet is across BLM administered lands. Mr. Hammond stated that Ms. Hawk had informed him that a
short portion of the access road on BLM administered lands passed through an area modeled as prime potential
Mexican spotted owl habitat. Four calling periods were completed this spring with no responses. The US Fish
and Wildlife Service's protocol requires two consecutive years of calling before clearing the possible habitat as
un-occupied. Mr. Hammond stated he is going to ask permission to build this short section outside the critical
period for the owl.
The selected location appears to be the best site for constructing a pad and drilling and operating a well in the
immediate area. No significant stability problems are anticipated.

Floyd Bartlett 6/13/2006
Onsite Evaluator Date /



O
Application for Permit to Drill

Statement of Basis
9/28/2006 Utah Division of Oil, Gas and Mining Page 2

Conditions of Approval / Application for Permit to Drill
Category Condition

Drilling If other wells on this location are drilled before this well, the integrity of the reserve pit
liner must be determined prior to drilling this well. Repairs or replacement of the liner
as appropriate is required

Pits 1. The reserve pit will be double lined with a minimum of two 16 mil. liners. A felt
cushion sub-liner will be installed at the thickness appropriate for the surface of the
bottom of the



OON-SITE PREDRILL EVALUATION
Utah Division of Oil, Gas and Mining

Operator ENDURING RESOURCES, LLC
Well Name ROCK HOUSE 10-23-22-30
API Number 43-047-38477-0 APD No 71 Field/Unit NATURAL BUTTES
Location: 1/4,1/4 NENW Sec 30 Tw 10S Rug 23E 0 FL 0 FL
GPS Coord (UTM) Surface Owner American Gilsonite

Participants
Floyd Bartlett (DOGM), Douglas Hammond (Enduring Resources) Mike Stewart (Ponderosa Construction), Jared Jackson,
(American Gilsonite), Colby Kay (Timberline Land Surveying, Inc.), Ben Williams (UDWR)

Regional/Local Setting & Topography
The proposed Rock House 11-23-22-30 well lies near the end of a finger ridge, which leaves a broader ridge separating
Saddle Tree Draw on the east and Archee Draw on the west. This finger ends between two side draws, which join to the
north, and down-slope from the location. This draw runs north to Saddle Tree Draw and eventually to the White River.
The east and west sides of the proposed pad slope abruptly and will be covered with fill.

Saddle Tree Draw is an ephemeral wash only flowing during the spring runoff and intense summer rainstorms. The White
River is approximately 3/4 miles downstream to the north. No springs or seeps are known in the area. The location is
approximately 12 air miles south west of Bonanza Ut, and approximately 80.3 road miles southeast of Vernal, UT. Access
from Bonanza is by State Highway,Uintah County and oilfield development roads to where a access road is proposed
12,195 feet in length mostly across the BLM. A ROW will be required for this section of the road.

Topography in the general area is broad canyon bottoms separated by steep and often ledgey side-slopes, which top out
onto broad ridge tops. Frequent outwash plains and deposits occur along the sides of the major bottoms. The ridge top to be
used as access is frequently broken with side draws leaving near the top.

Surface Use Plan
Current Surface Use
Wildlfe Habitat
Grazing

New Road
Miles Well Pad Src Const Material Surface Formation

2.3 Width 240 Length 320 Onsite

Ancillary Facilities

Waste Management Plan Adequate?

Environmental Parameters
Affected Floodplains and/or Wetland N

Flora / Fauna
Moderately vegetated desert shrub type with the dominate vegetation being rabbit brush, black sage, Gardiner
saltbrush cheat grass and curly mesquite.
Pronghorn, rodents, songbirds, raptors, elk, deer, bobcat, coyote.

Soil Type and Characteristics
Shallow sandy loam surface with frequent broken angular dark brown surface rock. Surface sandstone and shale
bedrock also to occur.

9/28/2006 Page



O
Erosion Issues N

Sedimentation Issues N

Site Stability Issues N

Drainage Diverson Required N

Berm Required? N

Erosion Sedimentation Control Required? N

Paleo Survey Run? Paleo Potental Observed? N Cultural Survey Run? Y Cultural Resources? N

Reserve Pit

Site-Specific Factors Site Ranking
Distance to Groundwater (feet) >200 0
Distance to Surface Water (feet) >1000 0
Dist. Nearest Municipal Well (ft) >5280 0
Distance to Other Wells (feet) <300 20
Native Soil Type Low permeability 0
Fluid Type Fresh Water 5
Drill Cuttings Normal Rock 0
Annual Precipitation (inches) 10 to 20 5
Affected Populations <10 0
Presence Nearby Utility Conduits Not Present 0

Final Score 30 1 Sensitivity Level

Characteristics / Requirements
235' by 60' and 8' deep. The reserve pit is 55 feet longer than normal to serve the 5 wells that are planned. It is
planned in an area of cut on the south west corner of the location. Since the location is on top of and near the point of
a ridge and the topography breaks sharply toward the White River, it is essential that the reserve pit not leak.
Sensitivity score is 40 and a rating Level II. Enduring Resources agreed to use a double liner on the reserve pit as
well as extra cushioning from a felt sub-liner as the final construction indicated appropriate. A minimum of a 16 mil
double liner properly installed and maintained will be required for reserve pit. With this extra precaution it is
expected that no stability or leaking problems will occur.

Closed Loop Mud Required? N Liner Required? Y Liner Thickness 16 Pit Underlayment Required? Y

Other Observations / Comments
Views of the White River drainage to the north and the lower end of Saddle Tree Draw to the east if very scenic. Steep
canyon walls dominate the landscape. The White River is occasional used for recreational river rafting. The river bottom its
self is not visible but users of the side canyons or climbers to vantage points may see the proposed facilities.

Mr. Jared Jackson representing American Gilsonite was ask if he had any concens in addition to what was covered in the
Surface Agreement. He had none.

Mellisa Hawk from the BLM was invited by e-mail on June 6, 2006 to attend the investigation. She replied by e-mail that a
mandatory meeting scheduled for that day prevented her from attending. She informed Doug Hammond of Enduring
Resources that she would visit the site at a later date.

9/28/2006 Page



Mr. Hammond stated that Ms. HKwk had informed him that a short portion of the access road on BLM administered lands
passed through an area modeled as prime potential Mexican spotted owl habitat. Four calling periods were completed this
spring with no responses. The US Fish and Wildlife Service's protocol requires two consecutive years of calling before
clearing the possible habitat as un-occupied. Mr. Hammond stated he is going to ask permission to build this short section
outside the critical period for the owl.
ATV's were used to access the site.

Floyd Bartlett 6/13/2006
Evaluator Date / Time
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JON M. HUNTSMAN, JR.
Governor

,, GARY R. HERBERT
MP,,-- Lieutenant Governor

State of Utah September 28, 2006
Department of

Natural Resources

MICHAEL R. STYLER
Executive Director

Enduring Resources, LLC
Division of 475 17th St., Ssste. 1500

Oil, Gas & Mining Denver, Co 80202
JOHN R. BAZA
Division Director

Re: Rock House 10-23-22-30 Well, Surface Location 909' FNL, 1854' FWL,
NE NW, Sec. 30, T. 10 South, R. 23 East, Bottom Location 1980' FNL,
1980'FWL, SE NW, Sec. 30, T. 10 South, R. 23 East, Uintah County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et seq.
Utah Administrative Code R649-3-1 et seq., and the attached Conditions of Approval,
approval to drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-047-38477.

Sinc

vt- Gil Hunt
Associate Director

pab
Enclosures
cc: Uintah County Assessor

Bureau of Land Management, Vernal District Office

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 •facsimile (801) 359-3940 •TTY (801)538-7458 •



O @
Operator: Enduring Resources, LLC
Well Name & Number Rock House 10-23-22-30

API Number: 43-047-38477
Lease: UTU-81737

Surface Location: NE NW Sec. 30 T. 10 South R. 23 East
Bottom Location: SE NW Sec. 30 T. 10 South R. 23 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
Notify the Division within 24 hours of spudding the well.
• Contact Carol Daniels at (801) 538-5284.

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dan Jarvis at (801) 538-5338

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to drilling.

5. In accordance with Utah Admin. R.649-3-11, Directional Drilling, the operator shall submit a
complete angular deviation and directional survey report to the Division within 30 days
following completion of the well.

6, Compliance with the Conditions of Approval/Application for Permit to Drill outlined in the
Statement of Basis. (Copy



I

e O
Page 2
43-047-38477
September 28, 2006

7. This proposed well is located in an area for which drilling units (well spacing patterns) have
not been established through an order of the Board of Oil, Gas and Mining (the "Board").
In order to avoid the possibility of waste or injury to correlative rights, the operator is
requested, once the well has been drilled, completed, and has produced, to analyze
geological and engineering data generated therefrom, as well as any similar data from
surrounding areas if available. As soon as is practicable after completion of its analysis,
and if the analysis suggests an area larger than the quarter-quarter section upon which the
well is located is being drained, the operator is requested to seek an appropriate order
from the Board establishing drilling and spacing units in conformance with such analysis
by filing a Request for Agency Action with the



STATE OF UTAH A GN P FORM 9

DEPARTMENT OF NATURAL R
DIVISION OF OIL, GAS AN 5. LEASE DESIGNATION AND SERIAL NUMBER:

UTU-81737
6. IF INDIAN,ALLOTTEE OR TRIBE NAME

SUNDRY NOTICES AND REPORTS ON WELLS n/a
7. UNIT or CA AGREEMENT NAME:

Do not use this form for proposals to drill new wells, significantlydeepen existingwells below current bottom-hole depth, reenter plugged wells, or to
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
OIL WELL GAS WELL OTHER Rock House 10-23-22-30

2. NAME OF OPERATOR: 9. API NUMBER:

Enduring Resources, LLC 4304738477
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

475 17th Street, Suite 1500 an Denver STATE CO ,,80202 (303) 350-5719 Undesignated
4. LOCATION OF WELL

FOOTAGESATSURFACE: 909' FNL - 1854' FWL COUNTY: Uintah

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NENW 30 10S 23E S STATE:
UTAH

ii. CHECK APPROPRIATE BOXESTO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILY ABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

O SUBSEQUENTREPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF

Date ofwork completion:
O COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER: Request for APD

CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION Extension

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Enduring Resources, LLC respectfully request an extension to the expiration date of thisApplication for Permit to Drill ....

FROM: 9/28/2007
TO: 9/28/2008 Approved by the

Utah Division of
Oil, Gas and Mining

Date: M -1¯ E

NAME (PLEASE PRINT) Alvin R. (AI)Arlian TITLE Landman - Regulatory Specialist

SIGNATURE DATE 9/21/2007

(This space for State use only)

RECEIVED
SEP2 5 2007

(5/2000) (See Instructions on Reverse Side)
OlV.0FOIL,GAS&



Application for Permit to Drill
Request for Permit Extension

Validation
(this form should accompany the Sundry Notice requesting permit extension)

API: 4304738477
Well Name: Rock House 10-23-22-30

Location: 909' FNL - 1854' FWL, NENW, Sec 30, T10S-R23E

Company Permit Issued to: Enduring Resources, LLC

Date Original Permit Issued: 9/28/2006

The undersigned as owner with legal rights to drill on the property as permitted
above, hereby verifies that the information as submitted in the previously
approved application to drill, remains valid and does not require revision.

Following is a checklist of some items related to the application, which should be
verified.

If located on private land, has the ownership changed, if so, has the surface
agreement been updated? YesO NoO

Have any wells been drilled in the vicinityof the proposed well which would affect
the spacing or siting requirements for this location? YesO Nom

Has there been any unit or other agreements put in place that could affect the
permitting or operation of this proposed well? YesO No O

Have there been any changes to the access route including ownership, or right-
of-way, which could affect the proposed location? YesO No O

Has the approved source of water for drilling changed? YesO Nom

Have there been any physical changes to the surface location or access route
which will require a change in plans from what was discussed at the onsite
evaluation? YesO NoO

Is bonding still in place, which covers this proposed well? YesŒNoO

9/21/2007

Signature Date

Title: Landman - Regulatory Specialist

Representing: Enduring Resources, LLC RECEIVED
SEP2 b 2007

DN.0FOIL,GAS&



Foun3160-3 FORM APPROVED
(April2004) OMBNo.1004-0137

. ExpiresMarch31, 2007
UNITED STATES

DEPARTMENTOF THE INTERIO 5 L se SeirialNo.
BUREAUOF LAND MANAGEMENT

APPLICATIONFOR PERMIT TO DRILLORREENTER
6 IfIndian,AlloteeorTribeName

N/A

la. Typeofwork: DRILL REENTER 7 IfUnitorCA Agreement,NameandNo.

8. LeaseName and Wel1No.
lb. TypeofWell: OilWell Ga Well Okr SingleZone MultipleZone Rock House 10-23-22-30

2. Nameof Operator 9 API WellNo
Enduring Resources, LLC

3a. Address 475 17th Street, Suite 1500 Denver, CO 80202 3b. Phone No.(include area code) 10. Fieldand Pool,or Exploratory
303-350-5114 undesignated

4 Location of Well(Repon location clearly and in acordance with any Staterequimnents.*) 11.Sec.,T. R. M. or Blk.andSurveyorArea

Atsurface 909' FNL-1854' FWL NENW
Sec 30-T10S R23E S.L.B.&M

At proposedprod zone 1980' FNL-1980' FWL SENW

14. Distanceinmiles anddirectionfromnearest townorpostalEce* 12.Countyor Parish 13. State
803 miles Southeast from Vernal, Utah Uintah UT

15. Distancefromproposed*
909' 16. No.of acresinlease 17. SpacingUnitdedicated10 thiswell

locationio nearest
propertyor leaseline,it
(Alsotonearestdrig.unitline,if any) 640 acres 40 acres

18. Distancefromproposedlocation* 19. ProposedDepth 20. BLM/BIABondNo.onfile
tonearestwell, drilling,completed,
applied for,on thislease,ft 1000' 8390' BLM - UTBOOO173

21. Elevations(Showwhether DF,KDB, RT,GL,etc.) 22 Approximatedatework will start* 23. Estimatedduration
5550' KB-RT 10/01/2006 20 days

24. Attachments

Thefollowing,completed inaccordance with therequirementsof OnsboreOilandGasOrderNo.1,shall beattachedto thisform:

1. Wellplatcertified bya registered surveyor. ' 4. Bond to cover the operations unless covered byan existing bondon file(see
1 A DrillingPlan. Item20 above).
3. A SurfaceUse Plan (if the locationis on NationalForestSystemLands, the 5. Operatorcertification

SUPO shallbe filedwith theappropriate ForestServiceOffice). 6. Suchothersite specific informationan¢/or plansas may be required bythe
authorized officer.

25. Signature s Name (PdntedTyped) Date
/g/ Evette Bissett 08/10/2006

Title
Regulatory Compliance Assistant

Approvedby e) Name(Printed/Typed) Date

Applicationapprovaldoesnotwarrantorcertifythat e applicantholdslegalorequitabletitletothoserightsinthesubjectleasewhichwouldentitletheapplicantto
c°.".":::: sì°r"ny,areattachcONDITIONSOF APPROVALATTACHED
Title18U.S.C.Section1001andTide43 U.S.C.Section1212,make it a crime foranypersonknowinglyand willfully tomaketo any departmentor agencyof the United
Statesany false,fictitiousor fraudulentstatements orrepresentationsastoany matter withinitsjurisdiction.

*(Instructionson page2)

NOTICEOFA M. RECEIVED
FEB2 O2008

DIV.0FOIL,GAS&



UNITED STATES DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

VERNAL FIELD OFFICE
170 South 500 East VERNAL, UT 84078 (435) 781-4400

CONDITIONS OF APPROVAL FOR APPLICATION FOR PERMTT TO DRILL

Company: Enduring Resources , LLC Location: NENW, Sec. 30, T10S, R23E (S)
SENW, Sec. 30, T10S, R23E (B)

Well No: Rock House 10-23-22-30 Lease Noi UTU-81737
API No: 43-047-38477 Agreement: N/A

Title Name Office Phone Number Cell Phone Number
Petroleum Engineer: Matt Baker - (435) 781-4490 (435) 82864470
Petroleum Engineer: Michael Lee (435) 781-4432 (435) 828-7875
Petroleum Engineer: James Ashley (435) 781-4470 (435) 828-7874
Petroleum Engineer: Ryan Angus (435) 781-4430 (435) 828-7368
Supervisory Petroleum Technician: Jamie Sparger (435) 781-4502 (435) 828-3913
Supervisory NRS: Karl Wright (435) 781-4484 (435) 828-7381
NRS/Enviro Scientist: Holly Villa (435) 781-4404
NRS/Enviro Scientist: Chuck MacDonald (435) 781-4441 (435) 828-7481
NRS/Enviro Scientist: Michael Cutler ) (435) 781-3401 (435) 828-3546
NRS/Enviro Scientist: Anna Figueroa (435) 781-3407 (435) 828-3548
NRS/Enviro Scientist: Verlyn Pindell (435) 781-3402 (435) 828-3547
NRS/Enviro Scientist: Darren Williams (435) 781-4447
NRS/Enviro Scientist: Nathan Packer (435) 781-3405 (435) 828-3545

Fax: (435) 781-4410
A COPY OF THESE CONDITIONS SHALL BE FURNISHED TO YOUR

FIELD REPRESENTATIVE TO INSURE COMPLIANCE
All lease and/or unit operations are to be conducted in such a manner that full compliance is made with the
applicable laws, regulations (43 CFR Part 3160), and this approved Application for Permit to Drill including
Surface and Downhole Conditions of Approval. The operator is considered fully responsible for the actions of his
subcontractors. A copy of the approved APD must be on location Àuringconstruction, drilling, and completion
operations. This permit is approved for a two (2) year period, or until lease expiration, whichever occurs
first. An additional extension, up to two (2) years, may be applied for by sundry notice prior to expiration.

NOTIFICATION REQUIREMENTS

Location Construction - Forty-Eight (48) hours prior to construction of location and
(Notify Environmental Scientist) access roads.
Location Completion - Prior to moving on the drilling rig.
(Notify Environmental Scientist)
Spud Notice - Twenty-Four (24) hours prior to spudding the well.
(Notify Petroleum Engineer)
Casing String & Cementing - Twenty-Four (24) hours prior to running casing and cementing
(Notify Supv. Petroleum Tech.) all casing strings.
BOP & Related Equipment Tests - Twenty-Four (24) hours prior to initiating pressure tests.
(Notify Supv. Petroleum Tech.)
First Production Notice - Within Five (5) business days after new well begins or
(Notify Petroleum Engineer) production resumes after well has been off production for more

than ninety (90)



COAs: Page 2 of 7
Wéll: Rock House 10-23-22-30

SURFACE USE PROGRAM
CONDITIONS OF APPROVAL (COAs)

Surface COAs:

• If there is an active Gílsonite mining operation within 2 miles of the well location, operator shall
notify the Gilsonite operator at least 48 hours prior to any blasting during construction.

• If paleontological materials are uncovered during construction, the operator is to immediately
stop work and contact the Authorized Officer (AO). A determination will be made by the AO as
to what mitigation may be necessary for the discovered paleontologic material before
construction can continue.

This well is located within the Saddletree Draw Leasing and Rock House Development EA project
boundary, the COA's approved in the Final EA Record of Decision are also applicable to approval
of this proposed action.

Conditions Of Approval:

• The road and pipeline routes submitted with the APD were previously approved via a right-of-
way application.

• All permanent facilities, not regulated by OSHA, shall be painted the same color, Olive Black
(5WA20-6); within six months of installation.

• A closed loop drilling system will be used.

• All areas of disturbance (including surface pipelines) must have appropriate surface use
agreements or approvals in place with the proper owner and/or agency before such action is
started.

• Conditions as set forth by those owners and/or



COAs: Page 3 of7
Well: Rock House 10-23-22-30

DOWNHOLE CONDITIONS OF APPROVAL:

SITE SPECIFIC DOWNHOLE COAs:

• For surface casing cementing program, stage Top Out or Top Job, is to bring cement to surface.
Note that stage TopOut is to bring cement to surface.

• Production casing cement shall be brought up and into the surface casing. The minimum
cement top is 300 ft above the surface casing shoe.

• COA specification is consistent with operators performance standard stated in APD.

• Covering air/gas drilling operations requirements will be adhered to, covering air/gas drilling
operations as described in Onshore Order #2 III. E. 1. Drilling Operations, Special Drilling
Operations, air/gas drilling.

• A Gamma Ray well Log shall be run from the well Total Depth to the surface.

• A copy of the Gamma Ray well Log shall be submitted to the BLM Vernal Field Office.

All provisions outlined in Onshore Oil & Gas Order #2 Drilling Operations shall be strictly
adhered to. The following items are emphasized:

DRILLINGICOMPLETION/PRODUCING OPERATING STANDARDS

• The spud date and time shall be reported orally to Vernal Field Office within 24 hours of
spudding.

• Notify Vernal Field Office Supervisory Petroleum Engineering Technician at least 24 hours in
advance of casing cementing operations and BOPE & casing pressure tests.

• Blowout prevention equipment (BOPE) shall remain in use until the well is completed or
abandoned. Closing unit controls shall remain unobstructed and readily accessible at all times.
Choke manifolds shall be located outside of the rig substructure.

• All BOPE components shall be inspected daily and those inspections shall be recorded in the
daily drilling report. Components shall be olierated and tested as required by Onshore Oil & Gas
Order No. 2 to insure good mechanical working order. All BOPE pressure tests shall be
performed by a test pump with a chart recorder and NOT by the rig pumps. Test shall be
reported in the driller's log.

• BOP drills shall be initially conducted by each drilling crew within24 hours of drilling out from
under the surface casing and weekly thereafter as specified in Onshore Oil & Gas Order No.



COAs: Page 4 of7
Well: Rock House 10-23-22-30

• Casing pressure tests are required before drilling out from under all casing strings set and
cemented in place.

• No aggressive/fresh hard-banded drill pipe shall be used within casing.

• Cement baskets shall not be run en surface casing.

• The operator must report all shows of water or water-bearing sands to the BLM. If flowing
water is encountered it must be sampled, analyzed, and a copy of the analyses submitted to the
BLM Vernal Field Office.

• The operator must report encounters of all non oil & gas mineral resources (such as Gilsonite, tar
sands, oil shale, trona, etc.) to the Vernal Field Office, in writing, within 5 working days of each
encounter. Each report shall include the well name/number, weil location, date and depth (from

KB or GL) of encounter, vertical footage of the encounter and, the name of the person making
the report (along with a telephone number) should the BLM need to obtain additional
information.

• A complete set of angular deviation and directional surveys of a directional well will be
submitted to the Vernal BLM office engineer within 30 days of the completion of the well.

• While actively drilling, chronologic drilling progress reports shall be filed directly with the
BLM, Vernal Field Office on a weekly basis in sundry, letter format or e-mail to the Petroleum
Engineers until the well is completed.

• A cement bond log (CBL) will be run frdm the production casing shoe to the top of cement and
shall be utilized to determine the bond quality for the production casing. Submit a field copy of
the CBL to this office.

• Please submit an electronic copy of all other logs run en this well in LAS format to
UT_VN Welllogs@BLM.gov. This submission will supersede the requirement for
submittal of paper logs to the BLM.

• There shall be no deviation from the proposed drilling, completion, and/or workover program as
approved. Safe drilling and operating practices must be observed. Any changes in operation
must have prior approval from the BLM Vernal Field



COAs: Page 5 of 7
Welli Rock House 10-23-22-30

OPERATING REQUIREMENT REMINDERS:

• All wells, whether drilling, producing, suspended, or abandoned, shall be identified in
accordance with 43 CFR 3162.6. There shall be a sign or marker with the name of the operator,
lease serial number, well number, and surveyed description of the well.

• In accordance with 43 CFR 3162.4-3, this well shall be reported on the "Monthly Report of
Operations" (Oil and Gas Operations Report ((OGOR)) starting with the month in which
operations commence and continue each month until the well is physically plugged and
abandoned. This report shall be filed in duplicate, directly with the Minerals Management
Service, P.O. Box 17110, Denver, Colorado 80217-0110, or call 1-800-525-7922 (303) 231-
3650 for reporting information.

• Should the well be successfully completed for production, the BLM Vernal Field office must be
notified when it is placed in a producing status. Such notification will be by written
communication and must be received in this office by not later than the fifth business day
following the date on which the well is placed on production. The notification shall provide, as a
minimum, the following informational items:

o Operator name, address, and telephone number.

o Well name and number.

o Well location (¼¼,Sec., Twn, Rng, and P.M.).

o Date well was placed in a producing status (date of first production for which royalty will
be paid).

o The nature of the well's production, (i.e., crude oil, or crude oil and casing head gas, or
natural gas and entrained liquid hydrocarbons).

o The Federal or Indian lease prefix and number on which the well is located; otherwise the
non-Federal or non-Indian land category, i.e., State or private.

o Unit agreement and/or participating area name and number, if applicable.

o Communitization agreement number, if applicable.

• Any venting or flaring of gas shall be done in accordance with Notice to Lessees (NTL) 4A and
needs prior approval from the BLM Vernal Field Office.

• All undesirable events (fires, accidents, blowouts, spills, discharges) as specified in NTL 3A will
be reported to the BLM, Vernal Field Office. Major events, as defined in NTL3A, shall be
reported verbally within 24 hours, followed by a written report within 15 days. "Other than
Major Events" will be reported in writing within 15 days. "Minor Events" will be reported on
the Monthly Report of Operations and
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Well: Rock House 10-23-22-30

• Whether the well is completed as a dry hole or as a producer, "Well Completion arid
Recompletion Report and Log" (BLM Form 3160-4) shall be submitted not later than 30 days
after completion of the well or after completion of operations being performed, in accordance
with 43 CFR 3162.4-1. Two copies of all logs run, core descriptions, and all other surveys or
data obtained and compiled during the drilling, workover, and/or completion opeirations, shall be
filed on BLM Form 3160-4. Submit with the well completion report a geologic report including,
at a minimum, formation tops, and a summary and conclusions. Alsó include deviation surveys,
sample descriptions, strip logs, core data, drill stem test data, and results of pröduction tests if
performed. Samples (cuttings, fluid, and/or gas) shall be submitted only when requested by the
BLM, Vernal Field Office.

• All off-lease storage, off-lease measurement, or commingling on-lease or off-lease, shall have
prior written approval from the BLM Vernal Field Office.

• Oil and gas meters shall be calibrated in place prior to any deliveries. The BLM Vernal Field
Office Petroleum Engineers will be provided with a.date and time for the initial meter calibration
and all future meter proving schedules. A copy of the meter calibration reports shall be
submitted to the BLM Vernal Field Office. All measurement facilities will conform to the API
standards for liquid hydrocarbons and the AGA standards for natural gas measurement. All
measurement points shall be identified as the point of sale or allocation for royalty purposes.

• A schematic facilities diagram as required by Onshore Oil & Gas Order No. 3 shall be submitted
to the BLM Vernal Field Office within 30 daystof installation or first production, whichever
occurs first. All site security regulations as specified in Onshore Oil & Gas Order No. 3 shall be
adhered to. All product lines entering and leaving hydrocarbon storage tanks will be effectively
sealed in accordance with Onshore Oil & Gas Order No. 3.

• Any additional construction, reconstruction, or alterations of facilities, includirig roads, gathering
lines, fiatteries, etc., which will result in the disturbance of new ground, shall require the filing of
a suitable plan and need prior approval of the BLM Vernal Field Office. Emergency approval
may be obtained orally, but such approval does not waive the written report requirement.

• No location shall be constructed or moved, no well shall be plugged, and no drilling or workover
equipment shall be removed from a well to be placed in a suspended status without prior
approval of the BLM Vernal Field Office. If operations are to be suspended for more than 30
days, prior approval of the BLM Vernal Field Office shall be obtained and notification given
before resumption of operations.

• Pursuant to Onshore Oil & Gas Order No. 7, this is authorization for pit disposal of water
produced from this well for a period of 90 days from the date of initial production. A permanent
disposal method must be approved by this office and in operation prior to the end of this 90-day
period. In order to meet this deadline, an application for theproposed permanent disposal
method shall be submitted along with any necessary water analyses, as soon as possible, but no
later than 45 days after the date of first production. Any method of disposal which has not been
approved prior to the end of the authorized 90-day period will be considered as an Incident of
Noncompliance and will be grounds for issuing a shut-in order until an acceptable manner for
disposing of said water is provided and approved by this
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Well: Rock House 10-23-22-30

• Unless the plugging is to take place immediately upon receipt of oral approval, the Field Office
Petroleum Engineers must be notified at least 24 hours in advance of the plugging of the well, in
order that a representative may witness plugging operations. If a well is suspended or
abandoned, all pits must be fenced immediately until they are backfilled. The "Subsequent
Report of Abandonment" (Form BLM 3160-5) must be submitted within 30 days after the actual
plugging of the well bore, showing location of plugs, amount of cement in each, and amount of
casing left in hole, and the current status of the surface



STATE OF UTAH FORM 9
DEPARTMENT OF NATURAL RESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASE DESIGNATION ANDSERlAL NUMBER:
UTU-81737

6. IF INDIAN,ALLOTTEEOR TRIBE NAME
SUNDRY NOTICES AND REPORTS ON WELLS n/a

7. UNITor CA AGREEMENTNAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to

drillhorizontal laterals. Use APPLICATIONFOR PERMIT TO DRILLform for such proposals.
1.TYPEOFWELL 8.WELLNAMEandNUMBER:

OIL WELL GAS WELL OTHER Rock House 10-23-22-30
2. NAME OF OPERATOR: 9. API NUMBER:

Enduring Resources, LLC 4304738477
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

475 17th Street, Suite 1500 on Denver CO 80202 (303) 350-5719 Undesignated
4. LOCATION OF WELL

FOOTAGESATSURFACE: 909' FNL - 1854' FWL COUNTY: Uintah

QTR/QTR, SECTION, TOWNSHIP, RANGE, MER1DIAN:NENW 30 10S 23E S STATE:
UTAH

. CHECK APPROPRIATE BOXES TO INDICATE NATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEWCONSTRUCTION TEMPORARILYABANDON

4/9/2008 CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUGANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGEWELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELLSTATUS PRODUCTION (START/RESUME) WATER SHUT-OFF

Date of work completion:
O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Request for APD

CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION Extension

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

1. BOPE willbe changed:
from: 3,000#'s
to: 5,000#'s

2. Surface pipe will be changed:
from: 8-5/8"
to: 9-5/8"

3. Move SHL 10' closer to Rock House 10-23-12-30 Well to accommodate drilling rig safely and fit on drilling pad
without expanding drilling pad.

A. Move SHL from: NENW 909' FNL - 1,854' FWL
B. Move SHL to: NENW 889' FNL - 1,857' FWL
C. Proposed BHL remains the same and will not change.
D. See Pad Layout, "Sheet 2 of 10" attached.

NAME(PLEASEPRINT) Alvin R. (AI) Arlian TITLE Landman - Regulatory Specialist

SIGNATURE DATE 4/9/2008

Approver.iby the
(ThisspaceforStateuseonly) Utah Divisionof COPYSENTTOOPERATOR RECE1VED

Oil,Gas and Mining Date: 6' 2 ( APRi i 2003
(5/2000) ee Instruc nson everseSide) DN.0FOlL,GAS&



ENDURING RESOURCES
WELL PAD INTERFERENCE PLAT

ROCK HOUSE 10-23-12-30, ROCK HOUSE 10-23-31-30, ROCK
HOUSE 10-23-11-30, ROCK HOUSE 10-23-32-30, ROCK

HOUSE 10-23-22-30 & ROCK HOUSE 10-23-21-30 N
BASIS OF BEARINGS IS THE WEST

SURFACEPOSITION FOOTAGES: LINE OF THE SW 1/4 OF SECTION

ROCK HOUSE10-23-31-30 30, T10S, R23E, S.L.B.&M. WHICH IS
830' FNL & 1866' FWL TAKEN FROM GLOBAL POSITIONING

ROCK HOUSE 10-23-21-30 RELATIVECOORDINATES SATELLITE OBSERVATIONS TO BEAR
845° FNL & 1664' FWL From Surface Position to Bottom Hole

NOO°22'18"W.

ROCK HOUSE 10-23-11-30
WELL NORTH EAST BASIS OF ELEVATION IS TRIANGULATION

860' FNL & 1862' FWL STATION JEK 19 ET 1966 WHICH IS
ROCK HOUSE10-23-12-30 31-30 172' 1,390°

LOCATED NEAR THE SOUTH 1/4
874' FNL & 1859' FWL 21-30 VERTICAL CORNER OF SECTION 8, T11S, R23E,
ROCK HOUSE 10-23-22-30

_30 197' -1,201' S.L.B.&M. THE ELEVATION OF THIS
689' FNL & 1857' FWL

12-30 -1,108'

-1,203

TRIANGLUATION STATION IS SHOWN ON
ROCK HOUSE 10-23-32-30 THE ARCHY BENCH SE 7.5 MIN.
904' FNL & 1855' FWL 22-30 -1,091' 119' QUADRANGLE AS BEING 6054'.

32-30 -1,076' 1,411'

PROPOSED GRADED GROUND

Vertical

E T F A 5

Eto

'
8040's i i ROCK HOUSE 10-23-31-30

/J' ROCK HOUSE 10-23-21-30

BOTTOM HOLEFOOTAGES fo/e) ROCK HOUSE 10-23-11-30
ROCK HOUSE 10-23-31-30
660' FNL & 1980' FEL ROCK HOUSE 10-23-12-30
ROCK HOUSE 10-23-21-30
VERTICAL / ROCK HOUSE 10-23-22-30
6600CKFHOUSE6160-23-11-30 ROCK HOUSE 10-23-32-30

ROCK HOUSE 10-23-12-30
1980' FNL & 660' FWL

ROCK HOUSE 10-23-22-30 7,
1980' FNL & 1980' FWL

ROCK HOUSE10-23-32-30 -

1981' FNL & 1968' FEL

LATITUDE & LONGITUDE
LATITUDE & LONGITUDE Surface Position - (NAD 83) Autonomous

Bottom Hole - (NAD 83) Autonomous
WELL N. LATITUDE W. LONGITUDE

WELL N. LATITUDE W. LONGITUDE 31-30 39°55'29.37" 109'22'20.15"
31-30 39°55'31.06" 109°22'02.32"

21-30 39°55'29.22" 109'22'20.18"
21-30 VERTICAL 11-30 39°55°29.08" 109'22'20.21"
11-30 39°55'31.02" 109'22'35.62" 12-30 39°55'28.93" 109 22°20.24"

12-30 39°55'17.98" 109°22'35.68" 22-30 39°55'28.78" 109 22'20.27"
22-30 39'55'18.01" 109°22'18.74" 32-30 39°55'28.64" 109 22'20.30"
32-30 39°55'18.01" 109'22'02.20"

Section 30 T10S, R23E, S.L.B.&M. Qtr/Qtr Location: NE NW (Surface)
Date Surveyed: Date Drown: Date Last Revision: (435) 789-1365 SHEET
12-31-05 12-30-05 04-08-08

Engineering & Land Surveying, Inc. 2
Surveyed By K.R.K. Drown By M.W.W. Scale: 1" =

60°
38 WEST 100 NORTH VERNAL, UTAH 84078 OF



CONFllERL

DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: ENDURING RESOURCES, LLC

Well Name: ROCK HOUSE 10-23-22-30

Api No: 43-047-38477 Lease Type: FED-FEE SURF

Section 30 Township 10S Range 23E County UINTAH

Drilling Contractor RIG #

SPUDDED:
Date 05/20/08

Time

How DRY

Drilling wi/I Commence:

Reported by JAY LEWIS

Telephone # (435) 828-5981

Date 05/21//08 Signed



MAY/28/2008/m10:44AM ENDURINGRESOURCES FAXNo.3035730461 P.001/001

STATEOF UTAH FORM6
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL,GASANDMINING

ENTITYACTION FORM

Operator: Enduring Resources, LLC OperatorAccount Number: N 2750

Address: 475 17th Street, Suite 1500

Denver

state CO yp 80202 Phone Number: (303) 350-5114

Well 1
ÀPI Númber WelfName QQ : -Sec : Twp 1Rng ;County
4304736547 Rock House 10-23-12-30 NENW 30 10S 23E Utntah
Action Code CurrentÆniity New?Entity Spud Date intity Asäggnment

Ñuniber Slumber 3Effective'Date

A 99999 5/18/2008 5/A ¶/de
Comments:

This is a directional well. The BHL is the SWNWof 30-108-23E.

0SC AT = 7n//ßh

Well 2
ARimidhiber WolfNatne - QQ Sec ? Twp Rng County
4304738477 Rock House 10-23-22-30 NENW 30 10S 23E Uintah
Action ode CurfeM Erálty New Entity $pud Dath ntity Asklgnment

Nürriber Nutriber Effective,Data

(0Ô 5/18/2008 Û9
Comments:

This is a directional well The BHL is the SENW of 30-10S-23E. Î$ÊÊ7v\t/eb - kunfluElIIIAL
. we AaPPNumber

- e sWell Name GQ Sec 'Twp i Eng , ECounty

Action-Code CurrentIntity New;Entity Spud Date Entity Asslgnment
Number Number Effective Date

Comments:

ACTION CODES:
A - Establishnewentityfor newwell(singlewellonly) Alvin R. (AI)Arilan
B - Add newwelltoexlstingentity(groupor unitwell) Name i Print)
C - Re-assign wellfrom one existingentityto anotherexistingentity
D - Re·assign wellfrom one existingentity to a new entity signature
E - Other (ExplainIn 'comments'section) Landman-Regulatory 5/28/2008

,, MD
""°°'

MAY28 2008
D\V.0FOlL,GAS&



CONFllENTIAL
STATE OF UTAH FORM 9

DEPARTMENTOF NATURALRESOURCES
DIVISIONOF OIL,GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER:

UTU-81737

SUNDRY NOTICES AND REPORTS ON WELLS 6 IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to

drillhorizontal laterals. Use APPLICATIONFOR PERMIT TO DRILLform forsuch proposals.
1. TYPE OF WELL 8. WELL NAME and NUMBER:

OIL WELL GAS WELL ./ OTHER Rock House 10-23-22-30
2.NAMEOFOPERATOR: 9.APlNUMBER:

Enduring Resources, LLC 4304738477
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

475 17th Street, Suite 1500 Denver CO ,,80202 (303) 350-5114 Undesignated
4. LOCATIONOF WELL

FOOTAGESATSURFACE: 909' FNL - 1854' FWL BHL=SENW COUNTY: Uintah

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NENW 30 10S 23E S STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATE NATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACID1ZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart CASlNG REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAlR

O CHANGETUB1NG PLUGANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGEWELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGEWELLSTATUS PRODUCT]ON(START/RESUME) WATER SHUT-OFF

Date of work completion:
COMMINGLE PRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Surface Pipe Report
CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

5-20-2008 MI Conductor Rig. Drill40' of 20" hole and set 40' of 14" conductor w/ 3 yards of Ready Mix Cement. Waiting to
drill and set surface pipe.

5-23-2008 to 5-29-2008 DRILL 12 1/4" SURFACE HOLE TO 2023'. Run 47 joints 9-5/8" - 36 lb/ft., 8 rd, ST&C, J-55 and
cement as follows:

Stage: 1, Lead, 0 200 sxs, HI-FILL,Other, 3.82, 11
Stage: 2, Tail, 0, 225 sxs, Class G, 1.15, 15.8
Stage: 1, Displacement, 153 sxs, 0, 0, O
Stage: 1, Top Out, 0, 175 sxs Class G, 1.15, 15.8.

5-30-2008 Waiting to drill out from surface.

NAME(PLEASEPRINT) Alvin R. (AI) Arlian TITLE Landman - Regulatory Specialist

SIGNATURE DATE 5/30/2008

(This space for State use only)

RECENED

JUNO2 2003
(5/2000) (See Instructions on Reverse Side)

og OFO\L,GAS



Fonn 3160-5 UNITED STATES FORMAPPROVED
(April2004) DEPARTMENTOF THE INTERIOR apiiŠl 007

BUREAUOF LAND MANAGEMENT i 5. LeaseSerialNo.

SUNDRY NOTICES AND REPORTS ON WELLS ETU-81737

Do not use this form for proposals to drill or to re-enter an 6. If Indian,Allottee or TribeName

abandoned well. Use Form 3160 - 3 (APD) for such proposals. nia

SUBMITIN TRIPLICATE- Otherinstructions on reverse side. 7. IfunitorCA/Agreement,Nameand/orNo.

n/a
1. Type of 11

OilWell GasWell Other 8. WellNameand No.
Rock House 10-23-22-30

2. NameofOperatorEnduring Resources, LLC 9. API WellNo.

3a Address 3b. PhoneNo.(include area code) 4304738477

475 17th Street, Suite 1500, Denver, CO 80202 303-350-5114 10. Fieldand Pool,or ExplomtoryArea

4. LocationofWell(Footage,Sec,T,R.,M.,orSurvevDescnption) Undesignated

SHL NENW 909' FNL - 1,854' FWL Sec 30-T10S-R23E S.L.B.&M. (BHL=SENW ) 11. Countyor Parish, State

Uintah, Utah

12. CHECK APPROPRIATEBOX(ES)TO INDICATENATURE OFNOTÏCE, REPORT, OR OTHER DATA

TYPEOF SUBMISSION TYPE OF ACTION

O Acidize Deepen Production(Starmesume) WaterShut-Off
Noticeof Intent AlterCasing FractureTreat Reclamation WenIntegty

OSubsequent Repon Casing Repair NewConstruction Recomplete Other Commingle Notice

ChangePlans Plugand Abandon TemporarilyAbandon
O FinalAbandonmentNotice ConvedtoInjecdon PlugBack WaterDisposal

13. DescribeProposedorCompletedOperation(clearly stateall pertinentdetails,includingestimatedstartingdateofany proposedwork and approximate durationthereof
Iftheproposalistodeependirectionallyorrecompletehorizontally,givesubsurfacelocationsandmeasuredandtrueveitical depthsof all pertinentmarkersand zones.
Attach theBondunder which thework willbeperformedorprovidetheBondNo. onfilewith BL1vf/BIA.Requiredsubsequentreports shallbefiledwithin 30days
followingcompletion of theinvolvedoperations. Iftheoperation results ina multiple completionorrecompletionina newinterval,a Form31604 shall befiledonce
testinghasbeencompleted.FinalAbandonmentNoticesshallbefiledonly after all requirements, includingreclamation,havebeencompleted,andtheoperatorhas
determinedthatthesiteisready forfinalinspection.)

In order to prevent waste of gas, as defined by law; to protect the correlative rights of all parties concerned; to prevent the drilling of un-

necessary wells; and to insure proper and efficient development and promote conservation of the gas resources of the State of Utah, Enduring
Resources, LLC respectfully request approval to perforate and commingle the Wasatch and Mesaverde formations "pools" in-the same well
bore.

1. Ownership in both formations is the same. However, in the event allocation of production is necessary, that allocation
will be based on proportionate net pay based on well logs.

2. These formations shall be commingled in the well bore and produced concurrently in a single string of 2-3/8"
production tubing.

3. Attached is a map showing the location of wells on contiguous oil and gas leases and/or production units.
4. Also attached is an affidavit confirming that this application has been provided to leasehold interest owners in

contiguous oil and gas lease or production units overlying the "pool."

14. I herebycertifv that the foregoing is true and correct
Name (Printäd/Typed)

Alvin R. (Al) Arlian Title Landman - Regulatory Specialist

Signature Date 06/12/2008

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approvedb Title Date

Conditionsof approval, ifany, are attached.Approval of thisnotice doesnot warrant or he FederalApprovalOfThis
certify thattheapplicant holdslegalor equitabletitleto thoserights inthe subject lease Office ggOpted by isNece
which would entitletheapplicantto conduct operationsthereon. OgslOp of Action ssary
Title 18U.S.C.Section1001and Title43U.S.C.Section1212, make it a crime foranypersonknowingiv ent or agency of the United
Statesany false, fictitiousor fraudulentstatements or representations as to any matter within its juns .

(Instructionson page 2)
Dat



CONFilENTIAL
STATE OF UTAH FORM 9

DEPARTMENT OF NATURAL RESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER:

UTU-81737
6. IF INDIAN,ALLOTTEEOR TRIBE NAME

SUNDRY NOTICES AND REPORTS ON WELLS n/a
7. UNITor CA AGREEMENT NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to
drillhorizontal laterals. Use APPLICATION FOR PERMITTO DRILLform forsuch proposals.

1. TYPE OF WELL 8. WELLNAME and NUMBER:
OIL WELL GAS WELL OTHER Rock House 10-23-22-30

2. NAME OF OPERATOR: 9. API NUMBER:

Enduring Resources, LLC 4304738477
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

475 17th Street, Suite 1500 Denver sys CO z,80202 (303) 350-5114 Undesignated
4. LOCATIONOF WELL

FOOTAGES AT SURFACE: 909' FNL - 1854' FWL BHL=SENW COUNTY: Uintah

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NENW 30 10S 23E S STATE:

UTAH

11. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURETREAT $1DETRACKTO REPAIR WELL

Approximate date work willstart: CASlNG REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

6/12/2008 CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUB1NGREPAIR

CHANGETUBING PLUGAND ABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGEWELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGEWELL STATUS PRODUCTION(START/RESUME) WATER SHUT-OFF

Date of work completion:
COMMINGLE PRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER:

CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

In order to prevent waste of gas, as defined by law; to protect the correlative rights of all parties concerned; to prevent the
drilling of un-necessary wells; and to insure proper and efficient development and promote conservation of the gas resources of
the State of Utah, Enduring Resources, LLC respectfully request approval to perforate and commingle the Wasatch and
Mesaverde formations "pools" in the same well bore.

1. Ownership in both formations is the same. However, in the event allocation of production is necessary, that allocation
will be based on proportionate net pay based on well logs.

2. These formations shall be commingled in the well bore and produced concurrently in a single string of 2-3/8"
production tubing.

3. Attached is a map showing the location of wells on contiguous oil and gas leases and/or production units.
. 4. Also attached is an affidavit confirming that this application has been provided to leasehold interest owners in

contiguous oil and gas lease or production units overlying the "pool." Ô¾ON

NAME(PLEASEPRINT) Alvin R. (AI) Arlian TITLE Landman - Regulatory Specialist

SIGNATURE DATE 6/12/2008

(This space for State use only)
Accepted by the
Utah Division of FederalApprovalOfThis

Oil, Gas and Mining Actionis Necessary
RECEIVED

(5/2000) (See structions on Reverse Side)

By:
DN.0FOIL,GAS&



ENDURING RESOURCES, LLC
425 Seventeenth Street, Suite 1500

Denver, Colorado 80202
Telephone: 303-573-1222
Facsimile: 303-573-0461

June 12, 2008

Forest Oil Corporation CERTIFIED MAIL707-17th Street, Suite 3600 ARTICILE NO:70063450000142724159
Denver, Colorado 80202-4966

Attention: Land Department

RE: Commingling Application
Rock House 10-23-22-30
Sec. 30, T10S-R23E (BHL = SENW, SHL = NENW)
Uintah County, Utah

Dear Leasehold Interest Owner:

Enduring Resources, LLC ("Enduring") has filed an application with the State of
Utah Division of Oil, Gas, and Mining requesting approval of the Wasatch and
Mesaverde formations (pools) in the above-referenced well to be commingled.

Ownership in both formations is the same. However, in the event allocation of
production is necessary, that allocation will be based on proportionate net pay based on
well logs. These formations (pools) shall be commingled in the well's well bore.

Attached is a map showing the location of wells on contiguous oil and gas leases
and/or production units. Also attached is an affidavit confirming that this application has
been provided to leasehold interest owners in contiguous oil and gas leases or
production units overlying the commingled pools (commingled formations).

Should you have any questions concerning this matter, please do not hesitate to
call (303-350-5114)

Very trulyyours

ENDURING RESOURCES, LLC

Alvin R. (AI)Arlian
Landman - Regulatory Specialist

aral

Attachments as



AFFIDAVIT OF MAILING

Statue of Colorado )
City and )ss.
County of Denver )

Alvin R. Arlian (hereinafter sometimes referred to as "Affiant"), of lawful age, being first
duly sworn upon oath, deposes and says:

1. Affiant is a Landman-Regulatory Specialist for Enduring Resources, LLC
(hereinafter sometimes referred to as "Enduring") whose address is 475-17th

Street, Denver, Colorado 80202,

2. Enduring is the operator of the following described oil and gas well:

Rock House 10-23-22-30 Well
T10S-R23E, Sec 30: (BHL= SENW SHL= NENW)
Uintah County, Utah

3. A cursory search of applicable records confirmed that the following parties are
the only leasehold interest owners in the contiguous oil and gas wells, contiguous
oil and gas leases, or contiguous oil and gas well production units overlying the
"pool."

1. Forest Oil Corporation
2.
3.

4. On Thursday, June 12, 2008 Affiant mailed (or caused to be mailed) in U.S. Mail,
with postage prepaid, a copy of the attached Application for Commingling two or
more pools (formations) in one well bore of the well described in Paragraph No. 2
above which said Application for Commingling (Form 9) has/had concurrently
been filed with the State of Utah Division of Oil, Gas, and Mining (and if
applicable, copies sent to SITLA, and the Bureau of Land Management), and

5. Attached is a map showing the location of wells' located on contiguous oil and
gas leases and/or production units.

Affiant saith no more.

Alvin R. Arlian, Affiant

Scribed and sworn to before me this th of June, 2008 by Alvin R. Arlian.

My Commission Expires:
.

oTAR ·No ry Public.

OF COL

MyCommissionEges



MAPATTACHEDTO ENDURINGRESOURCES LLCCOMMINGLINGAPPLICATIONFOR
ROCKHOUSE 10-23-22-30 LOCATEDINTHESE-NWSEC. 30, T10S-R23E

108-73F-San 18

I

Rock House
10-23-22-30

30



CONFIDENTIAL
STATEOFUTAH FORM9

DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER:

UTU-81737
6. IF 1NDIAN,ALLOTTEEOR TRIBE NAME:SUNDRY NOTICES AND REPORTS ON WELLS n/a
7. UNIT or CA AGREEMENT NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to
drillhorizontal laterals. Use APPLICATION FOR PERMIT TO DRlLLform for such proposals.

1.TYPEOF\NELL 8.WELLNAMEandNUMBER:
OIL WELL GAS WELL O OTHER Rock House 10-23-22-30

2. NAME OF OPERATOR: 9. API NUMBER:

Enduring Resources, LLC 4304738477
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

475 17th Street, Suite 1500 Denver CO 80202 (303) 350-5719 Undesignated
4. LOCATION OF WELL

FOOTAGESATSURFACE: BÐ9' FNL -

' FWL COUNTY: Uiritah

QTR/QTR, SECTION, TOWNSHlP, RANGE, MERIDlAN: NENW 30 10S 23E S STATE:

UTAH

11. CHECK APPROPRIATE BOXES TO INDICATE NATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATlON
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will start: CASING REPAIR NEW CONSTRUCTION TEMPORARlLYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

O CHANGETUBING PLUGAND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGEWELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGEWELLSTATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER: Notice of 1st qas
8/13/2008 O CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION SaleS.

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

8-13-2008, 1400 hours today first sales.

Completion Report to follow.

NAME(PLEASEPRINT) Alvin R. (AI) Arlian TITLE Landman - Regulatory Specialist

SIGNATURE DATE 8/13/2008

(This space for State use only)

RECEIVED
AUS2 1 2008

(5/2000) (See instructions on Reverse Side)

DIV.0FOIL,GAS&



STATE OF UTAH AMENDED REPORT O FORM 8
DEPARTMENTOF NATURALRESOURCES (highlight changes)

DIVISIONOF OIL, GAS AND MINING 5. LEASE DESIGNATION ANDSERIAL NUMBER:
UTU-81737

6. IF INDIAN, ALLOTTEE OR TRIBE NAME
WELL COMPLETIONOR RECOMPLETION REPORT AND LOG N/A

1a. TYPE OF WELL: OW
LL

ESLL DRY OTHER 7. UNI/Tor CA AGRÉEMENTNAME

b.TYPEOFWORK: 8.WELLNAMEandNUMBER:

EL
LHAÌRSIZ. DNEEP-

TRY
DREFSFŸR. . OTHER Rock House 10-23-22-30

2. NAMEOF OPERATOR: 9. API NUMBER:

Enduring Resources, LLC 4304738477
3. ADDRESS OF OPERATQR: PHONE NUMBER: 10 FIELD AND P00L, OR WILDCAT

475 17th St, Suite 1500 Denver CO 80202 (303) 573-1222 Undesignated
4. LOCATIONOF WELL(FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN:
ATSURFACE: 889' FNL - 1857' FWL NENW 30 10S 23E S
AT TOP PRODUCING INTERVALREPORTED BELOW 1980' FNL-1980' FWL, SENW same Sec.A,R

12. C0UNTY 13. STATE
ATTOTALDEPTH 1 , SENW same Sec. T, R i h UTAH

14. DATESPUDDED: 15. DATET.D. REACHED: 16. DATECOMPLETED: 17. ELEVATIONS(DF, RKB, RT, GL):

5/22/2008 6/7/2008 98/1372008 ABANDONED READY TO PR0DUCE 2 5550 RKB
18. T0TAL DEPTH: MD 8,170 19. PLUG BACKT.D.: MD g g 20. IF MULTIPLECOMPLETIONS, HOW MANY?* 21. DEPTH BRIDGE MD

TVD 8.056 TVD 8,105
PLUG SET:

TVD

22. TYPE ELECTRICAND OTHER MECHAN]CAL LOGS RUN (Submit copy of each) 23.

. WAS WELLCORED? N0 YES (Submit analysis)
Previously submitted.

WAS DST RUN? NO YES (Submit report)

i ,
DIRECTIONALSURVEY? NO YES (Submit copy)

24. CASING AND LINERRECORD (Report all strings set in well)

HOLESIZE SIZE/GRADE WEIGHT(#lft) TOP (MD) BOTTOM(MD) STAGE MHENTER CEMEONF
S

KES
VOL

MRE
BL) CEMENTTOP ** AMOUNTPULLED

20" 14" line pipe 0 40 3 yards 0 (CIR) 0
12-1/4" 9 5/8 J55 36# 16 2,023 CI G 600 218 16 (CIR) 0
7-7/8" 4 1/2 N80 11.60# 16 8,164 CI G 1,355 391 1723 (CAL) 0

25. TUBINGRECOR

DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATI0N NAME TOP (MD) BOTTOM (MD) TOP (TVD) B0TTOM (TVD) INTERVAL (Top/Bot- MD) SIZE NO. HOLES PERFÓRAT1ÓNSTATUS

(A) Wasatch 5,484 5,ðô4 5,374 5,774 5,484 5,664 .38" 48 open Squeezed

(B) Mesaverde 6,506 8,021 6,396 7,911 9,506 8,021 .38" . 261 open Squeezed

(C) Open Squeezed

(D) Open Squeezed

28. ACID, FRACTURE, TREATMENT,CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNTANDTYPE OF MATERIAL

5484 - 5664 Perforations only
650ô - 8021 Placed 501,665 lbs Ottawa 30/50 proppant in Mesaverde formation

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICAL/MECHANICALLOGS GEOLOGIC REPORT DST REPORT DIRECTIONALSURVEY Producing
O SUNDRY NOTICEFOR PLUGGINGANDCEMENT VERIFICATION CORE ANALYSIS OTHER:

RECEIVED
(5/2000) (CONTINUED ON BACK)

SEP15 2008
DIV.OFOIL,GASß:



31. INITIAL PRODUCTION INTERVAL A (As shown in Item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION ÖlL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

8/13/2008 8/18/2008 24 RATES: 0 1,090 0 24 hour avg
CHOKE SlZE: TBG. PRESS. CSG, PRESS. AP1GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER- BBL: INTERVALSTATUS:

48/64 500 RATES: 0 1,090 0 Producing
INTERVALB (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: PROD. METHOD:
RATES:

CHOKE SIZE: TBG. PRESS. CSG. PRESS. PI GRAVITY BTU - GAS GAS/0IL RATIO 24 HR PRODUCTION OlL - BBL: GAS- MCF: WATER- BBL: INTERVALSTATUS:
RATES:

INTERVALC (As shown in item #26)

DATE FIRST PRODUCED; TEST DATE: HOURS TESTED: . TÉST PRODUCT10N OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES:

CHOKE SIZE: TBG. PRESS. CSG. PRESS. APl GRAVITY BTU - GAS GAS/OIL RATI0 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: 1NTERVALSTATUS:
RATES:

INTERVALD (As shown in item #26)

DATE F1RSTPRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCT10N OIL - BBL: GAS- MCF: WATER - BBL: PROD. METHOD:
RATES: -+

CHOKE SIZE: TBG. PRESS. CSG. PRESS. Pl GRAVITY BTU- GAS GAS/OILRATIÓ24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER- BBL: INTERVALSTATUS:
RATES:

32. DISPOSITIONOF GAS (Sold, Used for Fuel, Vented, Etc.)

SOLD
33. SUMMARY OF POROUS ZONES (Include Aquifers): 34. FORMATION (Log) MARKERS:

Show all important zones of porosity and contents thereof' Cored intervals and alldrill-stem tests, including depth interval
tested, cushion used, time tool open, flowing and shut-in pressures and recoveries.

Formation o o m Descriptions, Contents, etc. Name (Measu
edp

Depth)

Green River 1.105
Wasatch 3.891
Mesaverde 5,845

35. ADDITIONAL REMARKS (include plugging procedure)

36. I hereby certify thatthe foregoing and attached information is complete and correct as determined from all available records.

NAME(PLEASE PRINT) Keyin Lee TITLE Engíneering Tech

SlGNATURE DATE 9/11/2008

This report must be submitted within 30 days of
• completing or plugging a new well e reentering a previously plugged and abandoned well
• drillinghorizontal laterals from an existing well bore • significantlydeepening an existing well bore below the previous bottom-hole depth
e recompleting to a different producing formation e drillinghydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the number of completions ifproduction is measured separately from twoor more formations.

** ITEM24: Cement Top -Show how reported top(s)of cement were determined (circulated (CIR),calculated (CAL),cement bond log (CBL),temperaturesurvey (TS))

Send to: Utah Divisionof Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801



eatherford
Drilling Services

Completion

ENDURINGRESOURCEs, LLC
ROCK HOUSE 10-23 PAD
ROCK HOUSE 10-23-22-30
UINTAH COUNTY, UTAH

Prepared by: Bret Wolford
Submitted: JUNE 9, 2008

Weatherford International Ltd.
2000 Oil Drive
Casper, Wyoming 82604
+1.307.265.1413 Main
+1.307.235.3958 Fax



ENDURING RESOURCES, L.L.C.

/ SECTION DETAILS

See , MD Inc Azi TVD +N/-S +E/-W DLeg TFace VSee Target

1 0.00 0.00 173.27 0.00 0.00 0.00 0.00 0.00 0.00
2 500.00 0.00 173.27 500.00 0.00 .0.00 0.00 173.27 0.00
3 1291.69 15.83 173.27 1281.65 -107.95 12.74 2.00 173.27 108.70
4 3667.21 15.83 173.27 3567.03 -751.63 88.71 0.00 0.00 756.85
5 4310.14 2.98 173.27 4200.00 -855.75 101.00 2.00 180.00 861.69
6 8190.37 2.98 173,27 8075.00 -1055.74 124.61 0 00 0.00 1063.07

SOÛ FIELD DETAILS
Azimuths to True North

Uintah Basin (NAD 83) M Magnetic North: 11.43°
Unitah County,Utah

USA Magnetic Field
10ÙÙ Strength: 52646nT

Geodetic System: US State Plane Coordinate System 1983 Dip Angle: 65.91°
Ellipsoid: GRS 1980 Date: 5/12/2008

Zone: Utah,Central Zone Model: bggm2007
Magnetic Model: bggm2007

160Û System Datum: Mean Sea Level
9 5/8"| T anal Norm Tme North TOTAL CORRECTIONTOTRUE NORTH: I1.43°

Survey: Survey #l (ROCK HOUSE 10-23-22-30/1)

100Ù No MD Inc Az TVD +N/-S +E/-W DLeg TFace VSec

254 8170.00 3.31 170.81 8056.05 -1066.91 125.24 0.00 0.00 1074.23

2500 TARGET DETAILS

Name TVD +N/-S +El-W Shape

ENTRYPT 4200.00 -855.75 101.00 Point
¿QQg PBHL22-30 8075 00 -1055 75 124 61 Rectanglel400x400)

WELL DETAILS

Name +N/-S +El-W Northing Easting Latitude Longitude Slot

b ŠÛÛ ROCK HOUSE 10-23-22-30 0.00 0.00 7148358.26 2237058.80 39°55'28.440N 109°22'20.340W N/A

FN RY PT
LEGEND

IIIIP ROCKHOUSE 10-23-11-30(1)
ROCK HOUSE 10-23-12-30 (1)

4ÜÛÛ 41111111119ROCKHOUSE 10-23-31-30 (1)
Im ROCK HÓUSE 10-23-32-30 (1)

GIIIIR Survey #1

ÜOÛ SHL
924'FNL,l852'FWL -

ENTRY POINT

6500 4310.14' MD, 4200' TVD
-750 ; 2 98° INC., 173.27 V'SECT ¡

LAST SVY
000

-1000

4t.0'X400'T RGETBO> PROT VY

PBHL
1055.74' S 124.61' E
1980 ' FNL, 1980' FWT

-1000 -750 -500 -250 0 250 500 7 0
.

22-30 I West(-)/East(+) [500ftlin]

-5 10 0 500 1030 1530 Survey: Survey#1 (ROCKHOUSE 10-23-22-30/1)
Vertical Section at 173.27° [1300ft/in]

Created By: Bret Wolford Date:



Weatherford International Ltd.
SURVEY REPORT satherford

Company: Enduring Resources Date: 6/9/2008 Time: 16:48:32 Page: 1
Field: Uintah Basin (NAD83) Co-ordinate(NE) Reference: Site: ROOKHOUSE 10-23422-30,True North
Site: ROCK HOUSE 10-23-22-30 Vertical (TVD) Reference: SITE 5562:9
Well: ROCK HOUSE 10-23-22-30 Section (VS) Reference Well (0.00N O00E,173.27Azi)
Wellpath: 1 Survey Calculation Method: Minirnum Curvature Db: Sybase

Survey: Survey #1 Start Date: 6/3/2008

Company: Weatherford Iriternational Ltd. Engineer: Bret Wolford
Tool: MWD;MWD - Standard Tied-to: User Defined

Field: Uintah Basin (NAD 83)
Unitah County, Utah
USA

Map SystenklS State Plane Coordinate System 1983 Map Zone: Utah, Central Zone
Geo DatumGRS 1980 Coordinate System: Site Centre
Sys Datum:Mean Sea Level Geomagnetic Model: bggm2007

Site: ROCK HOUSE 10-23-22-30

UINTAH BASIN
Site Position: Northing: 7148358.26 ft Latitude: 39 55 28.440 N
From: Geographic Easting: 2237058.80 ft Longitude: 109 22 20.340 W
Position Uncertainty: 0.00 ft North Reference: True
Ground Level: 5533.90 ft Grid Convergence: 1.36 deg

Well: ROCK HOUSE 10-23-22-30 Slot Name:

Well Position: +N/-S 0.00 ft Northing: 7148358.26 ft Latitude: 39 55 28.440 N
+E/-W 0.00 ft Easting : 2237058.80 ft Longitude: 109 22 20.340 W

Position Uncertainty: 0.00 ft

Wellpath: 1 Drilled From: Surface
Tie-on Depth: 0.00 ft

Current Datum: SITE Height5562.90 ft Above System Datum: Mean Sea Level
Magnetic Data: 5/12/2008 Declination: 11.43 deg
Field Strength: 52646 nT Mag Dip Angle: 65.91 deg
Vertical Section: Depth From (TVD) +N/-S +El-W Direction

ft ft ft deg
0.00 0.00 0.00 173.27

Survey

MD Incl Azim TVD N/S E/W VS DLS Buûd Turn Comment
ft deg deg ft ft ft ft deg/100ft deg/100ft deg/100ft

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
119.00 0.47 250.57 119.00 -0.16 -0.46 0.11 0.39 0.39 0.00
150.00 0.44 233.56 150.00 -0.28 -0.68 0.19 0.44 -0.10 -54.87

181.00 0.31 189.18 181.00 -0.43 -0.79 0.33 0.99 -0.42 -143.16

213.00 0.38 270.06 213.00 -0.51 -0.91 0.40 1.41 0.22 252.75

244.00 0.31 255.68 244.00 -0.53 -1.09 0.40 0.36 -0.23 -46.39

275.00 0.25 263.93 275.00 -0.56 -1.24 0.41 0.23 -0.19 26.61
306.00 0.31 182.18 306.00 -0.65 -1.31 0.50 1.19 0.19 -263.71

335.00 0.00 212.56 335.00 -0.73 -1.31 0.57 1.07 -1.07 0.00
365.00 0.38 230.18 365.00 -0.80 -1.39 0.63 1.27 1.27 0.00

398.00 0.31 257.31 397.99 -0.89 -1.56 0.70 0.53 -0.21 82.21
429.00 0.19 182.43 428.99 -0.96 -1.64 0.76 1.03 -0.39 -241.55

459.00 0.56 213.93 458.99 -1.13 -1.73 0.92 1.37 1.23 105.00
490.00 1.06 198.06 489.99 -1.52 -1.90 1.29 1.75 1.61 -51.19

521.00 1.81 187.56 520.98 -2.28 -2.05 2.03 2.55 2.42 -33.87

552.00 2.63 185.43 551.96 -3.48 -2.18 3.20 2.66 2.65 -6.87

582.00 3.31 182.43 581.92 -5.03 -2.29 4.72 2.32 2.27 -10.00

613.00 4.13 178.81 612.85 -7.04 -2.30 6.72 2.75 2.65 -11.68

643.00 4.69 175.31 642.76 -9.34 -2.18 9.02 2.07 1.87 -11.67

674.00 5.38 172.56 673.64 -12.04 -1.89 11.74 2.36 2.23 -8.87

704.00 6.19 169.68 703.49 -15.03 -1.42 14.76 2.87 2.70 -9.60

735.00 6.56 171.56 734.30 -18.43 -0.86 18.20 1.37 1.19 6.06
766.00 6.81 171.06 765.09 -21.99 -0.31 21.80 0.83 0.81 -1.61

796.00 7.06 170.81 794.87 -25.57 0.26 25.42 0.84 0.83



Weatherford International Ltd.
SURVEY REPORT satherford

Company: Enduring Resources Date: 6/9/2008 Time: 1 48:32 age: 2
Field: Uintah Basin (NAD83) Co-ordinate(NE) Reference: Site: ROCK HOUSE 10 23422-30,Ïrue North
Site: ROCK HOUSE 10-23-22-30 Verticál (TVD) Reference: SlÎE 5562.9
Well: ROCK HOUSE 10-23-22-30 Section (VS) Reference: Well (0.00N,0.00E 173 27Azi)
Wellpath: 1 Survey Calculation Method: Minirnurn Curvature Db: Sybase

Survey

MD Incl him TVD N/S E/W VS DISS Build Turn Comment
ft deg deg ft ft ft ft deg/100ft deg/100ft deg/100ft

827.00 7.44 169.43 825.62 -29.42 0.93 29.33 1.35 1.23 -4.45

858.00 7.50 170.18 856.36 -33.39 1.65 33.35 0.37 0.19 2.42
888.00 7.81 169.43 886.09 -37.32 2.35 37.34 1.09 1.03 -2.50

919.00 8.06 169.43 916.79 -41.53 3.14 41.61 0.81 0.81 0.00
950.00 8.44 170.31 947.47 -45 91 3.92 46.05 1.29 1.23 2.84
980.00 9.00 172.56 977.12 -50.41 4.60 50.60 2.19 1.87 7.50

1011.00 9.50 173.06 1007.72 -55.35 5.22 55.58 1.63 1.61 1.61
1043.00 10.13 172.43 1039.25 -60.76 5.91 61.03 2.00 1.97 -1.97

1074.00 10.81 171.93 1069.74 -66.34 6.68 66.67 2.21 2.19 -1.61

1106.00 11.50 171.31 1101.13 -72.47 7.58 72.85 2.19 2.16 -1.94

1138.00 12.19 170.81 1132.45 -78.95 8.60 79.42 2.18 2.16 -1.56

1169.00 12.63 170.56 1162.73 -85.53 9.68 86.07 1.43 1.42 -0.81

1201.00 13.19 170.18 1193.92 -92.58 10.88 93.21 1.77 1.75 -1.19

1233.00 13.69 169.18 1225.04 -99.89 12.21 100.64 1.72 1.56 -3.12

1265.00 14.06 169.31 1256.11 -107.43 13.64 108.29 1.16 1.16 0.41
1297.00 14.44 170.68 1287.12 -115.19 15.01 116.15 1.59 1.19 4.28

1328.00 14.81 171.56 1317.12 -122.92 16.22 123.98 1.39 1.19 2.84
1360.00 15.13 172.93 1348.03 -131.11 17.33 132.24 1.49 1.00 4.28
1392.00 15.50 174.56 1378.90 -139.51 18.25 140.69 1.77 1.16 5.09
1423.00 15.75 174.81 1408.75 -147.83 19.02 149.04 0.84 0.81 0.81
1455.00 16.13 174.18 1439.52 -156.57 19.87 157.82 1.30 1.19 -1.97

1487.00 16.38 173.68 1470.24 -165.48 20.81 166.78 0.90 0.78 -1.56
1519.00 16.31 173.81 1500.95 -174.43 21.79 175.79 0.25 -0.22 0.41
1550.00 16.06 173.93 1530.72 -183.03 22.72 184.43 0.81 -0.81 0.39
1583.00 15.81 173.18 1562.45 -192.03 23.73 193.49 0.98 -0.76 -2.27

1615.00 15.88 173.06 1593.23 -200.70 24.78 202.22 0.24 0.22 -0.37

1646.00 15.89 172.11 1623.05 -209.12 25.88 210.71 0.84 0.03 -3.06

1678.00 15.88 172.81 1653.83 -217.80 27.02 219.46 0.60 -0.03 2.19
1710.00 15.50 172.31 1684.64 -226.38 28.14 228.12 1.26 -1.19 -1.56

1741.00 15.38 173.18 1714.52 -234.57 29.19 236.37 0.84 -0.39 2.81
1773.00 15.00 173.56 1745.40 -242.89 30.16 244.75 1.23 -1.19 1.19

1805.00 14.75 172.43 1776.33 -251.05 31.16 252.97 1,20 -0.78 -3.53

1837.00 14.69 172.56 1807.28 -259.11 32.22 261.10 0.21 -0.19 0.41
1868.00 14.69 172.18 1837.26 -266.90 33.26 268.96 0.31 0.00 -1.23

1900.00 14.69 172.56 1868.22 -274.94 34.34 277.07 0.30 0.00 1.19
1932.00 14.56 173.18 1899.18 -282.96 35.34 285.15 0.64 -0.41 1.94

1964.00 14.50 172.06 1930.16 -290.92 36.37 293.18 0.90 -0.19 -3.50

2025.00 14.46 171.72 1989.22 -306.02 38.53 308.43 0.16 -0.07 -0.56 9 5/8"
2053.00 14.44 171.56 2016.33 -312.93 39.54 315.41 0.16 -0.07 -0.56

2085.00 14.31 168.93 2047.33 -320.76 40.89 323.34 2.08 -0.41 -8.22

2116.00 15.00 169.81 2077.32 -328.47 42.33 331.17 2.34 2.23 2.84

2148.00 15.63 170.56 2108.19 -336.80 43.77 339.61 2.06 1.97 2.34
2180.00 15.44 170.68 2139.02 -345.25 45.17 348.17 0.60 -0.59 0.37
2212.00 15.81 171.06 2169.84 -353.76 46.54 356.78 1.20 1.16 1.19
2243.00 15.94 173.06 2199.65 -362.16 47.71 365.26 1.81 0.42 6.45
2275.00 15.69 174.31 2230.44 -370.83 48.67 373.98 1.32 -0.78 3.91

2307.00 15.56 172.81 2261.26 -379.39 49.63 382.60 1.33 -0.41 -4.69

2338.00 15.50 172.81 2291.13 -387.63 50.67 390.89 0.19 -0.19 0.00
2370.00 15.75 173.81 2321.95 -396.19 51.67 399.51 1.15 0.78 3.12
2402.00 16.63 175.43 2352.68 -405.07 52.51 408.43 3.09 2.75 5.06
2434.00 17.19 176.43 2383.29 -414.35 53.17 417.73 1.97 1.75 3.12

2465.00 17.25 175.68 2412.90 -423.51 53.80 426.90 0.74 0.19



Weatherford International Ltd.
SURVEY REPORT ngg

Company Enduring Resources Datei 6/912008 Time: 16:48:32 Page: 3
Field Uintah Basin (NAD83) Go-ordinate(NE) eference: Site: ROCK HOUSE 10-23 22-30, True North
$ite ROClfHOUSE 10 23-22-30 Vertical (TVD) Reference: SITE¯5562.9

WeH ROCK HOUSE 10-23-22 30 Section (VS) Reference Well{0.00N,0 00E,173 27Azi)
Wellpath:1 SurveyCalculationMethod: Minimumúurvature Db: Sybase

Survey
MD Incl Azim TVD N/S E/W VS DLS Build Turn Comment
ft deg deg ft ft ft ft deg/100ft deg/100ft deg/100ft

2497.00 17.19 175.ð8 2443.47 -432.96 54.51 436.36 0.19 -0.19 0.00
2529.00 17.19 175.31 2474.04 -442.38 55.26 445.81 0.34 0.00 -1.16

2561.00 17.13 173.93 2504.61 -451.78 56.14 455.25 1.29 -0.19 -4.31

2592.00 16.94 173.56 2534.25 -460.81 57.13 464.33 0.71 -0.61 -1.19

2624.00 17.00 174.31 2564.86 -470.10 58.12 473.67 0.71 0.19 2.34
2656.00 16.88 174.68 2595.47 -479.38 59.01 482.99 0.50 -0.37 1.16
2688.00 16.81 173.56 2626.10 -488.60 59.96 492.26 1.04 -0.22 -3.50

2719.00 16.75 174.18 2655.78 -497.50 60.92 501.21 0.61 -0.19 2.00
2751.00 16.88 175.06 2686.41 -506.72 61.78 510.47 0.89 0.41 2.75

2783.00 16.88 174.06 2717.03 -515.97 62.66 519.75 0.91 0.00 -3.12

2815.00 16.44 173.68 2747.69 -525.09 63.64 528.93 1.42 -1.37 -1.19

2846.00 16.13 172.31 2777.45 -533.72 64.70 537.62 1.59 -1.00 -4.42

2878.00 16.25 174.18 2808.18 -542.57 65.75 546.54 1.67 0.37 5.84
2910.00 16.19 174.43 2838.90 -551.47 66.64 555.48 0.29 -0.19 0.78

2942.00 16.00 173.93 2869.65 -560.29 67.54 564.35 0.73 -0.59 -1.56

2974.00 15.81 172.43 2900.42 -569.00 68.58 573.12 1.42 -0.59 -4.69

3005.00 15.50 173.43 2930.27 -577.30 69.61 581.48 1.33 -1.00 3.23
3037.00 15.81 173.81 2961.09 -585.88 70.57 590.12 1.02 0.97 1.19
3068.00 15.44 172.93 2990.94 -594.18 71.53 598.47 1.42 -1.19 -2.84

3100.00 15.19 172.56 3021.81 -602.56 72.60 606.92 0.84 -0.78 -1.16

3132.00 15.44 174.56 3052.67 -610.96 73.55 615.37 1.83 0.78 6.25
3164.00 15.19 174.31 3083.53 -619.37 74.37 623.82 0.81 -0.78 -0.78

3196.00 15.06 174.18 3114.42 -627.68 75.20 632.17 0.42 -0.41 -0.41

3227.00 15.63 174.56 3144.32 -635.84 76.01 640.37 1.87 1.84 1.23

3259.00 15.38 174.43 3175.15 -644.36 76.83 648.92 0.79 -0.78 -0.41

3291.00 15.69 174.56 3205.99 -652.89 77.65 657.49 0.97 0.97 0.41
3323.00 15.56 173.31 3236.80 -661.46 78.56 666.11 1.13 -0.41 -3.91

3355.00 15.75 172.93 3267.62 -670.03 79.59 674.74 0.67 0.59 -1.19

3386.00 15.56 173.18 3297.47 -678.34 80.61 683.11 0.65 -0.61 0.81

3418.00 15.50 174.43 3328.30 -686.85 81.53 691.67 1.06 -0.19 3.91
3450.00 15.25 173.68 3359.15 -695.29 82.41 700.16 1.00 -0.78 -2.34

3481.00 15.19 173.31 3389.07 -703.38 83.33 708.30 0.37 -0.19 -1.19

3513.00 14.81 173.68 3419.97 -711.61 84.27 716.58 1.22 -1.19 1.16
3545.00 14.50 172.43 3450.93 -719.64 85.25 724.67 1.38 -0.97 -3.91

3577.00 13.88 172.06 3481.96 -727.42 86.31 732.52 1.96 -1.94 -1.16

3609.00 13.56 173.18 3513.04 -734.94 87.28 740.11 1.30 -1.00 3.50
3640.00 13.38 173.43 3543.19 -742.11 88.12 747.33 0.61 -0.58 0.81
3672.00 13.44 173.81 3574.32 -749.49 88.95 754.75 0.33 0.19 1.19
3704.00 13.13 174.06 3605.46 -756.80 89.72 762.10 0.99 -0.97 0.78

3735.00 13.00 174.06 3635.66 -763.77 90.45 769.11 0.42 -0.42 0.00
3767.00 12.75 172.56 3666.86 -770.85 91.28 776.24 1.30 -0.78 -4.69

3799.00 12.50 172.56 3698.08 -777.79 92.19 783.23 0.78 -0.78 0.00
3831.00 12.13 174.06 3729.35 -784.57 92.98 790.06 1.53 -1.16 4.69
3862.00 11.56 174.68 3759.69 -790.90 93.61 796.42 1.88 -1.84 2.00

3894.00 11.00 174.93 3791.07 -797.13 94.17 802.68 1.76 -1.75 0.78
3926.00 10.69 175.18 3822.50 -803.13 94.69 808.69 0.98 -0.97 0.78
3957.00 10.31 172.93 3852.98 -808.75 95.28 814.34 1.80 -1.23 -7.26

3989.00 10.00 173.43 3884.48 -814.35 95.95 819.98 1.01 -0.97 1.56
4020.00 9.69 172.81 3915.02 -819.61 96.58 825.28 1.06 -1.00 -2.00

4052.00 9.69 172.81 3946.56 -824.96 97.25 830.67 0.00 0.00 0.00
4084.00 9.69 174.81 3978.11 -830.31 97.84 836.05 1.05 0.00 6.25
4116.00 9.63 175.06 4009.65 -835.66 98.31 841.42 0.23 -0.19 0.78
4148.00 8.81 176.81 4041.24 -840.77 98.68 846.54 2.71 -2.56
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Company Enduling Resources Date: 6/9/2008 Time: 10:48:32 Page: 4
Field Uintah Basin (NAD83) Co-ordinate(NE) Reference: Site: ROCK HOUSE 10e23-22-30, True North
Site: ROCK HOUSE 10-23-22-30 Vertical {TVD) Reference: SITE 5562.9
Well: ROCK HOUSE 10423-22-30 Section (VS) Reference: Well (0.00N,0 00E 173 27Azi)
WeHpath 1 Survey Calculation Method: MinimumCurvature Db: Sybase

Survey

MD IncI Azim TVD N/S E/W VS DI Build Turn Comment
ft deg deg ft ft ft ft deg/100ft deg/100ft deg/100ft

4180.00 8.00 179.06 4072.89 -845.45 98.85 851.20 2.73 -2.53 7.03

4211.00 7.06 181.56 4103.63 -849.51 98.83 855.24 3.21 -3.03 8.06
4243.00 6.81 175.93 4135.39 -853.37 98.91 859.08 2.26 -0.78 -17.59

4275.00 6.56 174.43 4167.18 -857.08 99.23 862.80 0.95 -0.78 -4.69

4307.00 6.06 174.56 4198.98 -860.58 99.56 866.32 1.56 -1.56 Q.41
4338.00 5.88 177.18 4229.81 -863.79 99.80 869.54 1.05 -0.58 8.45

4370.00 5.13 176.06 4261.67 -866.86 99.98 872.60 2.37 -2.34 -3.50

4402.00 4.69 176.56 4293.55 -869.59 100.15 875.34 1.38 -1.37 1.56
4434.00 4.50 173.43 4325.45 -872.14 100.37 877.90 0.98 -0.59 -9.78

4465.00 4.81 173.81 4356.34 -874.64 100.65 880.41 1.00 1.00 1.23
4497.00 5.06 173.06 4388.22 -877.38 100.97 883.16 0.81 0.78 -2.34

4529.00 4.94 175.43 4420.10 -880.15 101.25 885.95 0.75 -0.37 7.41
4561.00 4.19 170.93 4452.00 -882.68 101.54 888.50 2.60 -2.34 -14.06

4592.00 4.19 172.06 4482.92 -884.92 101.88 890.76 0.27 0.00 3.65
4624.00 4.13 173.06 4514.83 -887.22 102.18 893.08 0.29 -0.19 3.12
4656.00 4.19 173.18 4546.75 -889.53 102.46 895.40 0.19 0.19 0.37

4688.00 4.06 171.43 4578.67 -891.81 102.76 897.71 0.57 -0,41 -5.47

4719.00 3.88 178.43 4609.59 -893.94 102.96 899.85 1.67 -0.58 22.58
4751.00 3.56 177.18 4641.52 -896.02 103.04 901.92 1.03 -1.00 -3.91

4783.00 3.54 175.39 4673.46 -897.99 103.16 903.89 0.35 -0.06 -5.59

4815.00 3.25 170.06 4705.41 -899.87 103.40 905.79 1.34 -0.91 -16.66

4846.00 3.00 171.68 4736.36 -901.54 103.67 907.48 0.86 -0.81 5.23
4878.00 2.63 168.93 4768.32 -903.09 103.93 909.05 1.23 -1.16 -8.59

4909.00 2.44 162.43 4799.29 -904.42 104.27 910.40 1.11 -0.61 -20.97

4941.00 2.69 159.06 4831.26 -905.77 104.74 911.80 0.91 0.78 -10.53

4973.00 2.75 166.18 4863.22 -907.21 105.19 913.29 1.07 0.19 22.25

5005.00 2.56 173.68 4895.19 -908.67 105.45 914.77 1.24 -0.59 23.44
5036.00 2.50 164.43 4926.16 -910.01 105.71 916.13 1.33 -0.19 -29.84

5068.00 2.50 171.81 4958.13 -911.37 106.00 917.51 1.01 0.00 23.06
5100.00 2.38 168.31 4990.10 -912.71 106.23 918.87 0.60 -0.37 -10.94

5131.00 2.13 173.68 5021.08 -913.92 106.43 920.09 1.06 -0.81 17.32

5163.00 2.31 174.81 5053.05 -915.15 106.55 921.33 0.58 0.56 3.53
5195.00 2.00 174.56 5085.03 -916.35 106.66 922.53 0.97 -0.97 -0.78

5227.00 1.88 177.56 5117.01 -917.43 106.74 923.61 0.49 -0.37 9.37
5259.00 2.06 169.68 5148.99 -918.52 106.86 924.71 1.02 0.56 -24.62

5290.00 2.25 176.81 5179.97 -919.67 107.00 925.87 1.06 0.61 23.00

5322.00 2.25 175.93 5211.95 -920.93 107.08 927.13 0.11 0.00 -2.75

5354.00 2.19 175.81 5243.92 -922.16 107.17 928.37 0.19 -0.19 -0.37

5386.00 2.38 166.68 5275.90 -923.42 107.36 929.64 1.28 0.59 -28.53

5417.00 2.19 176.68 5306.87 -924.64 107.55 930.87 1.42 -0.61 32.26
5449.00 2.44 177.93 5338.85 -925.93 107.61 932.16 0.80 0.78 3.91

5481.00 2.06 179.93 5370.82 -927.18 107.63 933.41 1.21 -1.19 6.25
5512.00 2.44 173.18 5401.80 -928.40 107.71 934.62 1.49 1.23 -21.77

5544.00 2.31 172.18 5433.77 -929.71 107.88 935.95 0.43 -0.41 -3.12

5576.00 2.50 171.93 5465.74 -931.04 108.06 937.29 0.59 0.59 -0.78

5608.00 2.44 174.06 5497.71 -932.41 108.23 938.67 0.34 -0.19 6.66

5639.00 2.44 170.18 5528.68 -933.72 108.41 939.99 0.53 0.00 -12.52

5671.00 2.31 174.31 5560.66 -935.03 108.59 941.31 0.67 -0.41 12.91
5703.00 2.38 171.18 5592.63 -936.33 108.76 942.62 0.46 0.22 -9.78

5735.00 2.25 166.43 5624.60 -937.60 109.01 943.91 0.72 -0.41 -14.84

5766.00 2.25 163.93 5655.58 -938.77 109.32 945.11 0.32 0.00 -8.06

5798.00 2.69 166.81 5687.55 -940.11 109.67 946.48 1.43 1.37



Weatherford International Ltd.
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Company: Enduring Resources Date: 6/9/2008 Time: 16:48:32 Page 5
Field: Uintah Basin (NAD83) Co-ordinate(NE) Reference: Site: ROCK HOUSE 10-23-22-30, True North
Site: ROCK HOUSE 10-23-22-30 Vertical (TVD) Reference: SITE 5562.9
Well: ROCK HOUSE 10-23-22-30 Section (VS) Reference: Well (0.00N,0.00E,173.27Azi)
Wellpath: 1 - Survey Calculation Method: Minimum Curvature Db: Sybase

Survey
MD Incl Azim TVD NIS E/W VS DLS Build Turn Comment

ft deg deg ft ft it ft deg1100ft deg/100ft deg/100ft

5830.00 2.94 170.43 5719.51 -941.65 109.97 948.05 0.96 0.78 11.31
5862.00 2.94 168.81 5751.47 -943.26 110.27 949.68 0.26 0.00 -5.06

5894.00 3.00 169.93 5783.43 -944.89 110.57 951.34 0.26 0.19 3.50
5926.00 3.06 173.43 5815.38 -946.56 110.82 953.03 0.61 0.19 10.94

5957.00 3.13 173.06 5846.34 -948.23 111.02 954.70 0.23 0.23 -1.19

5989.00 3.13 172.18 5878.29 -949.96 111.24 956.45 0.15 0.00 -2.75

6021.00 3.00 168.56 5910.24 -951.64 111.52 958.16 0.73 -0.41 -11.31

6053.00 2.88 169.31 5942.20 -953.26 111.84 959.79 0.39 -0.37 2.34
6084.00 2.94 167.06 5973.16 -954.80 112.16 961.36 0.42 0.19 -7.26

6116.00 2.75 163.31 6005.12 -956.33 112.57 962.93 0.83 -0.59 -11.72

6148.00 2.75 160.81 6037.08 -957.79 113.04 964.44 0.37 0.00 -7.81

6180.00 2.94 163.93 6069.04 -959.30 113.52 966.00 0.77 0.59 9.75
6211.00 2.94 167.56 6100.00 -960.84 113.91 967.57 0.60 0.00 11.71
6243.00 2.88 170.93 6131.96 -962.44 114.21 969.19 0.57 -0.19 10.53

6275.00 3.06 168.31 6163.92 -964.07 114.51 970.85 0.70 0.56 -8.19

6307.00 2.94 166.56 6195.88 -965.70 114.88 972.51 0.47 -0.37 -5.47

6338.00 2.81 165.68 6226.84 -967.21 115.25 974.06 0.44 -0.42 -2.84

6370.00 3.00 170.81 6258.80 -968.80 115.58 975.67 1.01 0.59 16.03
6402.00 3.39 177.73 6290.75 -970.57 115.75 977.45 1.71 1.22 21.62

6434.00 3.56 175.56 6322.69 -972.51 115.86 979.39 0.67 0.53 -6.78

6466.00 3.50 175.18 6354.63 -974.47 116.02 981.35 0.20 -0.19 -1.19

6497.00 3.63 175.43 6385.57 -976.39 116.18 983.28 0.42 0.42 0.81
6529.00 3.50 173.31 6417.50 -978.37 116.37 985.27 0.58 -0.41 -6.62

6561.00 3.50 172.43 6449.45 -980.31 116.62 987.22 0.17 0.00 -2.75

6593.00 3.50 172.18 6481.39 -982.25 116.88 989.18 0.05 0.00 -0.78

6624.00 3.44 171.56 6512.33 -984.11 117.14 991.05 0.23 -0.19 -2.00

6656.00 3.50 173.68 6544.27 -986.03 117.39 992.99 0.44 0.19 6.62
6688.00 3.38 173.06 6576.21 -987.93 117.61 994.91 0.39 -0.37 -1.94

6720.00 3.50 173.31 6608.15 -989.84 117.84 996.83 0.38 0.37 0.78

6752.00 3.25 172.31 6640.10 -991.71 118.08 998.71 0.80 -0.78 -3.12

6783.00 3.31 167.43 6671.05 -993.45 118.39 1000.48 0.92 0.19 -15.74

6815.00 3.25 164.93 6703.00 -995.23 118.83 1002.30 0.48 -0.19 -7.81

6847.00 3.56 169.31 6734.94 -997.08 119.25 1004.19 1.26 0.97 13.69
6879.00 3.69 172.18 6766.88 -999.08 119.57 1006.21 0.70 0.41 8.97

6910.00 3.75 175.81 6797.81 -1001.08 119.78 1008.22 0.78 0.19 11.71
6942.00 3.69 175.43 6829.74 -1003.15 119.94 1010.29 0.20 -0.19 -1.19

6974.00 3.63 177.06 6861.68 -1005.19 120.07 1012.33 0.38 -0.19 5.09
7005.00 3.63 175.81 6892.62 -1007.15 120.20 1014.29 0.26 0.00 -4.03

7037.00 3.31 175.93 6924.56 -1009.08 120.33 1016.23 1.00 -1.00 0.37

7069.00 3.46 173.58 6956.50 -1010.96 120.51 1018.11 0.64 0.47 -7.34

7101.00 3.13 175.68 6988.45 -1012.79 120.68 1019.95 1.10 -1.03 6.56
7132.00 3.13 173.56 7019.40 -1014.47 120.84 1021.64 0.37 0.00 -6.84

7164.00 3.31 168.81 7051.35 -1016.25 121.12 1023.44 1.01 0.56 -14.84

7196.00 3.38 168.06 7083.30 -1018.08 121.49 1025.30 0.26 0.22 -2.34

7228.00 3.13 161.93 7115.25 -1019.83 121.96 1027.10 1.34 -0.78 -19.16

7259.00 3.25 164.56 7146.20 -1021.48 122.46 1028.79 0.61 0.39 8.48
7291.00 3.13 168.18 7178.15 -1023.21 122.88 1030.56 0.73 -0.37 11.31
7323.00 2.69 183.31 7210.11 -1024.82 123.01 1032.17 2.75 -1.37 47.28
7355.00 2.56 178.81 7242.07 -1026.28 122.98 1033.62 0.76 -0.41 -14.06

7386.00 2.69 177.93 7273.04 -1027.70 123.02 1035.04 0.44 0.42 -2.84

7418.00 3.00 176.06 7305.00 -1029.29 123.11 1036.62 1.01 0.97 -5.84

7450.00 2.88 178.31 7336.96 -1030.92 123.19 1038.26 0.52 -0.37 7.03
7482.00 2.81 172.43 7368.92 -1032.51 123.32 1039.84 0.94 -0.22



Weatherford International Ltd.
SURVEY REPORT gg g¶ g¶g

Company Enduring Resources Date: 6/9/2008 Time: 16:48:32 Page: 6
Field: Uinteh Basin (NAD83) Co-ordinate(NE) Reference: Site:ROCK HOUSE 1̄0-23-22 30, True North
Site: ROOKHOUSE 10-23-22-30 Vertical (TVD) Reference: SITE 5562.9
Well ROOK HOUSE 10-23-22-30 Section (VS) Reference: Welb(0.00N,0.00617127Azi)
Welipath 1 Survey Calculation Method: Minimum Curveture Db: Sybase

Survey
MD Incl Azim TVD N/S E/W VS DLS Build Turn Comment
ft deg deg ft ft ft it deg/100ft deg/100ft deg/100ft

7513.00 2.75 174.93 7399.88 -1034.00 123.48 1041.35 0.44 -0.19 8.06

7545.00 2.69 180.43 7431.85 -1035.52 123.54 1042.86 0.84 -0.19 17.19
7577.00 2.63 182.06 7463.81 -1037.00 123.51 1044.33 0.30 -0.19 5.09
7609.00 2.56 185.93 7495.78 -1038.44 123.41 1045.75 0.59 -0.22 12.09
7640.00 2.69 180.56 7526.75 -1039.86 123.33 1047.15 0.90 0.42 -17.32

7672.00 2.88 179.31 7558.71 -1041.42 123.34 1048.69 0.62 0.59 -3.91

7704.00 2.69 177.31 7590.67 -1042.97 123.38 1050.24 0.67 -0.59 -6.25

7736.00 2.81 173.56 7622.63 -1044.50 123.50 1051.77 0.68 0.37 -11.72

7768.00 2.88 173.43 7654.60 -1046.08 123.68 1053.36 0.22 0.22 -0.41

7799.00 2.94 173.93 7685.56 -1047.64 123.86 1054.94 0.21 0.19 1.61
7831.00 2.88 181.56 7717.51 -1049.26 123.92 1056.55 1.22 -0.19 23.84

7863.00 2.81 182.81 7749.47 -1050.85 123.86 1058.12 0.29 -0.22 3.91
7895.00 2.94 176.81 7781.43 -1052.45 123.87 1059.71 1.02 0.41 -18.75

7927.00 2.81 178.31 7813.39 -1054.05 123.94 1061.32 0.47 -0.41 4.69
7959.00 2.75 177.56 7845.36 -1055.60 123.99 1062.86 0.22 -0.19 -2.34

7990.00 2.81 175.81 7876.32 -1057.11 124.08 1064.36 0.34 0.19 -5.65

8022.00 2.88 178.56 7908.28 -1058.69 124.16 1065.95 0.48 0.22 8.59
8054.00 3.19 174.68 7940.24 -1060.38 124.26 1067.64 1.16 0.97 -12.12

8085.00 3.19 171.56 7971.19 -1062.09 124.47 1069.36 0.56 0.00 -10.06

8115.00 3.31 170.81 8001.14 -1063.77 124.73 1071.06 0.42 0.40 -2.50 LAST SVY
8170.00 3.31 170.81 8056.05 -1066.91 125.24 1074.23 0.00 0.00 0.00 PROJ SVY

Annotation

MD TVD
ft ft

8115.00 8001.14 LAST SVY
8170.00 8056.05 PROJ



CONFIDENTig
STATE OF UTAH M 9

DEPARTMENT OF NATURALRESOURCES
DIVISION OF OIL,GAS AND MINING 5. LEASE DESlGNAT1ON AND SERIAL NUMBER:

UTU-81737
6. IF INDIAN, ALLOTTEEOR TRIBE NAME:

SUNDRY NOTICES AND REPORTS ON WELLS nia
7. UN1Tor CA AGREEMENTNAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to
drillhorizontal laterals. Use APPLICATION FOR PERMlT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WFLL NAME and NUMBER:
OlL WELL GAS WELL OTHER Rock House 10-23-22-30

2. NAMEOF OPERATOR: 9. API NUMBER:

Enduring Resources, LLC 4304738477
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

475 17th Street, Suite 1500 Denver CO z,80202 (303) 350-5719 Undesignated
4. LOCATIONOF WELL

FOOTAGESATSURFACE: 909' FNL - 1854' FWL COUNTY: Uintah

QTR/QTR, SECTION, TOWNSHIP, RANGE, MER1DIAN: NENW 30 10S 23E S STATE:
UTAH

11. CHECKAPPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAlR NEW CONSTRUCTION TEMPORARfLYABANDON

CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUB1NG PLUGANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGEWE!LL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGEWELLSTATUS PRODUCTION(START/RESUME) WATERSHUT-OFF
Date of work completion:

COMMlNGLEPRODUCING FORMATIONS RECLAMATION OF WELLSITE OTHER: Comminqlinq
10/3/2008

CONVERTWELLTYPE RECOMPLETE - DIFFERENT FORMATION CODÍlfmâÍlOD

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinentdetails including dates, depths, volumes, etc.

8-13-2008, first gas sales.

Well was commingled during initial completion.

NAME(PLEASE PRINT) Alvin R. (AI) Arlian TITLE Landman - Regulatory Specialist

SIGNATURE DATE 10/3/2008

(This space for State use only)

RECEIVED
0CTO6 2008

(5/2000) (See Instructions on Reverse Side)

DIV.0FOIL,GAS&
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